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CHEVROLET

The names, logos, emblems,
slogans, vehicle model names, and
vehicle body designs appearing in
this manual including, but not limited
to, GM, the GM logo, CHEVROLET,
the CHEVROLET Emblem, and
BOLT are trademarks and/or service
marks of General Motors LLC, its
subsidiaries, affiliates, or licensors.

For vehicles first sold in Canada,
substitute the name General
Motors of Canada Company for
Chevrolet Motor Division wherever it
appears in this manual.

Litho in U.S.A.
Part No. 84214429 C Third Printing

This manual describes features that
may or may not be on the vehicle
because of optional equipment that
was not purchased on the vehicle,
model variants, country
specifications, features/applications
that may not be available in your
region, or changes subsequent to
the printing of this owner s manual.

Refer to the purchase
documentation relating to your
specific vehicle to confirm the
features.

Keep this manual in the vehicle for
quick reference.

Canadian Vehicle Owners

A French language manual can be
obtained from your dealer, at
www.helminc.com, or from:

Proprigtaires Canadiens

On peut obtenir un exemplaire de
ce guide en fran ais auprts du
concessionnaire ou l'adresse
suivante:

Helm, Incorporated
Attention: Customer Service
47911 Halyard Drive
Plymouth, MI 48170

USA

Using this Manual

To quickly locate information about
the vehicle, use the Index in the
back of the manual. It is an
alphabetical list of what is in the
manual and the page number where
it can be found.

"2019 General Motors LLC. All Rights Reserved.
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Danger, Warning, and
Caution

Warning messages found on vehicle
labels and in this manual describe
hazards and what to do to avoid or
reduce them.

{ Danger

Danger indicates a hazard with a
high level of risk which will result
in serious injury or death.

{ Warning

Warning indicates a hazard that
could result in injury or death.

Caution

Caution indicates a hazard that
could result in property or vehicle
damage.

A circle with a slash through it is a
safety symbol which means Do
Not, Do not do this, or Do not let
this happen.

Symbols

The vehicle has components and
labels that use symbols instead of
text. Symbols are shown along with
the text describing the operation or
information relating to a specific
component, control, message,
gauge, or indicator.

M : Shown when the owner s
manual has additional instructions
or information.

2 : Shown when the service
manual has additional instructions
or information.

O : Shown when there is more
information on another page
see page.

Vehicle Symbol Chart

Here are some additional symbols
that may be found on the vehicle
and what they mean. See the
features in this manual for
information.

Here are some additional symbols
that may be found on the vehicle
and what they mean. See the
features in this manual for
information.

U : Air Conditioning System

G : Air Conditioning Refrigerant Oil
O : Airbag Readiness Light

T : Antilock Brake System (ABS)
$b : Brake System Warning Light

O : Dispose of Used Components
Properly

I : Do Not Apply High Pressure
Water

I: : Energy Usage and Charge
Mode Selection

___: Flame/Fire Prohibited
H : Flammable
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Initial Drive
Information

This section provides a brief
overview about some of the
important features that may or may
not be on your specific vehicle.

For more detailed information, refer
to each of the features which can be
found later in this owner s manual.

Remote Keyless Entry
(RKE) System
The Remote Keyless Entry (RKE)

transmitter may work up to 60 m
(197 ft) away from the vehicle.

Press the key release button to
extend the key. The key can be
used for all locks.

K : Press to unlock the driver door
or all doors, depending on the
vehicle personalization setting.

Q : Press to lock all doors.

7 : Press and release one time to
initiate vehicle locator. Press and
hold for at least three seconds to
sound the panic alarm. Press again
to cancel the panic alarm.

7/ : Press and release Q and then
immediately press and hold / for at
least four seconds to start the

vehicle's heating or air conditioning
systems and rear window defogger
from outside the vehicle using the
RKE transmitter.

See Remote Keyless Entry (RKE)
System Operation 0 33.

Remote Start

Remote Starting the Vehicle

Use remote start to heat or cool the
interior when the vehicle is plugged
in to maximize electric range by
utilizing electricity from the electrical
outlet. Normal operation of the
system will return after the vehicle
has been turned on.

To remote start the vehicle:

1. Press and release Q on the
RKE transmitter.

2. Immediately press and hold /
for at least four seconds or until
the turn signal lamps flash.
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See Retained Accessory Power
(RAP) 0 208 and Power Windows
0 53.

Seat Adjustment
Seat Position

N

e’

To adjust a manual seat:

1. Pull the handle at the front of
the seat.

2. Slide the seat to the desired
position and release the
handle.

3. Try to move the seat back and
forth to be sure it is locked in
place.

See Seat Adjustment 0 59.
Seat Height Adjuster

r

Move the lever on the outboard side
of the seat up or down to manually
adjust the seat height.

See Seat Height Adjuster under
Seat Adjustment 0 59.

Reclining Seatbacks

To recline the seatback:
1. Lift the lever.

2. Move the seatback to the
desired position, and then
release the lever to lock the
seatback in place.

3. Push and pull on the seatback
to make sure it is locked.
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To return the seatback to the upright
position:

1. Lift the lever fully without
applying pressure to the
seatback, and the seatback will
return to the upright position.

2. Push and pull on the seatback
to make sure it is locked.

See Reclining Seatbacks 0 59.

Heated Seats
Front Heated Seats

TEMF

o | < [m ] o [ worr [fw
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If equipped, the heated seat
controls are on the infotainment
display. To operate, the vehicle must
be on.

Touch M or L to heat the driver or
passenger seat cushion. Indicator
lights on the infotainment display
show the current setting.

Touch the screen once for the
highest setting. With each touch of
the screen, the heated seat will
change to the next lower setting,
and then off. The lights indicate
three for the highest setting and one
for the lowest.

The passenger seat may take
longer to heat up.

See Heated Front Seats 0 60.

Head Restraint
Adjustment

Do not drive until the head restraints
for all occupants are installed and
adjusted properly.

To achieve a comfortable seating
position, change the seatback
recline angle as little as necessary
while keeping the seat and the head
restraint height in the proper
position.

See Head Restraints 0 57 and Seat
Adjustment 0 59.

Seat Belts

Refer to the following sections for
important information on how to use
seat belts properly:

Seat Belts 0 65

How to Wear Seat Belts Properly
0 66

Lap-Shoulder Belt 0 68

Lower Anchors and Tethers for
Children (LATCH System) 0 91
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Satellite Radio

If equipped, a SiriusXM satellite
radio tuner and a valid SiriusXM
satellite radio subscription can

receive SiriusXM programming.

SiriusXM Satellite Radio
Service

SiriusXM is a satellite radio service
based in the 48 contiguous United

States and 10 Canadian provinces.

SiriusXM satellite radio has a wide
variety of programming and
commercial-free music, coast to
coast, and in digital-quality sound.
A fee is required to receive the
SiriusXM service.

Refer to:

WwWw.siriusxm.com or call
1-888-601-6296 (U.S.).

www.siriusxm.ca or call
1-877-438-9677 (Canada).

See Satellite Radio 0 166.

Portable Audio Devices

This vehicle has a 3.5 mm (1/8 in)
auxiliary input and two USB ports in
the center console for data and
charging. If equipped, there are two
USB charge ports in the rear of the
center console. External devices
such as iPods, MP3 players, and
USB storage devices may be
connected.

See Auxiliary Devices 0 174 and
USB Port 0 168.

Bluetooth

The Bluetooth system allows users
with a Bluetooth-enabled mobile
phone to make and receive
hands-free calls using the vehicle
audio system and controls.

The Bluetooth-enabled mobile
phone must be paired with the
in-vehicle Bluetooth system before it
can be used in the vehicle. Not all
phones will support all functions.

See Bluetooth 0 177.

Steering Wheel Controls

If equipped, some audio controls
can be adjusted at the steering
wheel.

g : If equipped with OnStar or a
Bluetooth system, press to interact
with those systems.

See OnStar Overview 0 347 or
Bluetooth 0 177.

C : Press to decline an incoming
call or end a current call. Press to
mute or unmute the infotainment
system when not on a call.

W or X : Press to go to the
previous or next selection.
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O or P : Press to move between
the interactive display zones in the
cluster.

@ : Press to select a highlighted
menu option.

WVYFAV or FAVZ : Press to display
a list of favorites and select the next
or previous favorite when listening
to the radio.

The volume switches are on the
right rear side of the steering wheel.
Press to increase or decrease the
volume.

There is a paddle on the left rear
side of the steering wheel for
regenerative braking. See
Regenerative Braking 0 217.

Cruise Control

J : Press to turn the cruise control
system on and off. A white indicator
comes on in the instrument cluster
when cruise is turned on.

. Press to disengage cruise
control without erasing the set
speed from memory.

+RES : If there is a set speed in
memory, press to resume that
speed or press and hold to
accelerate. If cruise control is
already active, use to increase
vehicle speed.
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SET : Press briefly to set the
speed and activate cruise control.
If cruise control is already active,
use to decrease vehicle speed.

See Cruise Control 0 220.

Driver Information
Center (DIC)
The DIC display is in the instrument

cluster. It shows the status of many
vehicle systems.

W or X : Press to move up or
down in a list.

O or P : Press to move between
the interactive display zones in the
cluster.

V : Press to open a menu or select
a menu item. Press and hold to
reset values on certain screens.

See Instrument Cluster 0 119 and
Driver Information Center (DIC)
0 143.

Forward Collision Alert
(FCA) System

If equipped, FCA may help avoid or
reduce the harm caused by
front-end crashes. FCA provides a
green indicator, \/, when a vehicle
is detected ahead. This indicator
displays amber if you follow a
vehicle much too closely. When
approaching a vehicle ahead too
quickly, FCA provides a red flashing
alert on the windshield and rapidly
beeps.

See Forward Collision Alert (FCA)
System 0 227.

Forward Automatic
Braking (FAB)

If the vehicle has Forward Collision
Alert (FCA), it also has FAB, which
includes Intelligent Brake

Assist (IBA). When the system
detects a vehicle ahead in your path
that is traveling in the same
direction that you may be about to
crash into, it can provide a boost to
braking or automatically brake the
vehicle. This can help avoid or
lessen the severity of crashes when
driving in a forward gear.

See Forward Automatic Braking
(FAB) 0 229.

Front Pedestrian Braking
(FPB) System

If equipped, the FPB system may
help avoid or reduce the harm
caused by front-end crashes with
nearby pedestrians when driving in
a forward gear. FPB displays an
amber indicator, ~, when a nearby
pedestrian is detected directly
ahead. When approaching a
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detected pedestrian too quickly,
FPB provides a red flashing alert on
the windshield and rapidly beeps.
FPB can provide a boost to braking
or automatically brake the vehicle.

See Front Pedestrian Braking (FPB)
System 0 230.

Lane Keep Assist (LKA)

If equipped, LKA may help avoid
crashes due to unintentional lane
departures. It may assist by gently
turning the steering wheel if the
vehicle approaches a detected lane
marking without using a turn signal
in that direction. It may also provide
a Lane Departure Warning (LDW)
alert as the lane marking is crossed.
The system will not assist or alert if
it detects that you are actively
steering. Override LKA by turning
the steering wheel. LKA uses a
camera to detect lane markings
between 60 km/h (37 mph) and

150 km/h (93 mph).

See Lane Departure Warning (LDW)
0 234 and Lane Keep Assist (LKA)
0 234.

Lane Change Alert (LCA)

If equipped, the LCA system is a
lane-changing aid that assists
drivers with avoiding lane change
crashes that occur with moving
vehicles in the side blind zone (or
spot) areas or with vehicles rapidly
approaching these areas from
behind. The LCA warning display
will light up in the corresponding
outside mirror and will flash if the
turn signal is on. The Side Blind
Zone Alert (SBZA) system is
included as part of the LCA system.

See Side Blind Zone Alert (SBZA)
0 232 and Lane Change Alert (LCA)
0 232.

Rear Vision
Camera (RVC)

If equipped, RVC shows a view of
the area behind the vehicle on the
infotainment display when the
vehicle is shifted into R (Reverse) to
aid with parking and low-speed
backing maneuvers.

See Assistance Systems for Parking
or Backing 0 224.

Rear Cross Traffic Alert
(RCTA) System

If equipped, the RCTA system uses
a triangle with an arrow on the
infotainment display to warn of
traffic behind your vehicle that may
cross your vehicle's path while in

R (Reverse). In addition, beeps will
sound.

See Assistance Systems for Parking
or Backing 0 224.

Park Assist

If equipped, Rear Park Assist (RPA)
uses sensors on the rear bumper to
assist with parking and avoiding
objects while in R (Reverse).

It operates at speeds less than

8 km/h (5 mph). RPA may show a
warning triangle on the infotainment
display and/or a graphic on the
instrument cluster to provide the
object distance. In addition, multiple
beeps may occur if very close to an
object.
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See Assistance Systems for Parking
or Backing 0 224.

Power Outlets

The accessory power outlet can be
used to plug in electrical equipment,
such as a mobile phone or MP3
player. The accessory power outlet
only works with the vehicle

turned on.

The vehicle has an accessory
power outlet on the lower center
stack below the climate control.

Open the cover to access and
replace when not in use.

See Power Outlets 0 115.

Battery and Efficiency

High Voltage Safety
Information

{ Warning

Exposure to high voltage can
cause shock, burns, and even
death. The high voltage
components in the vehicle can
only be serviced by technicians
with special training.

High voltage components are
identified by labels. Do not
remove, open, take apart,

or modify these components.
High voltage cable or wiring has
orange covering or labels. Do not
probe, tamper with, cut, or modify

high voltage cable or wiring.

If the vehicle is in a crash, the
sensing system may shut down the
high voltage system. When this
occurs, the high voltage battery is
disconnected and the vehicle will
not start. The SERVICE VEHICLE
SOON message in the Driver
Information Center (DIC) will be
displayed. Before the vehicle can be
operated again, it must be serviced
at your dealer.

This vehicle has a high voltage
battery and a standard 12-volt
battery.

{ Warning

Damage to the high voltage
battery or high voltage system
can create a risk of electric shock,
overheating, or fire.

If the vehicle is damaged from a
moderate to severe crash, flood,
fire, or other event, the vehicle
should be inspected as soon as
possible. Until the vehicle has
been inspected, store it outside at
least 15 m (50 ft) from any

(Continued)
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Service

{ Warning

Never try to do your own service
on high voltage components. You
can be injured and the vehicle
can be damaged if you try to do
your own service work. Service
and repair of these high voltage
components should only be
performed by a trained service
technician with the proper
knowledge and tools. See Doing
Your Own Service Work 0 257.

Performance and
Maintenance

Traction Control/
Electronic Stability
Control

The Traction Control System (TCS)
limits wheel spin. The system turns
on automatically every time the
vehicle is powered up.

The StabiliTrak/Electronic Stability
Control (ESC) assists with
directional control of the vehicle in
difficult driving conditions. The
system turns on automatically every
time the vehicle is on.

To turn off TCS, press and
release {, on the center stack.
B illuminates.

To turn off both TCS and
StabiliTrak/ESC, press and hold

g, until B and g come on and
stay on in the instrument cluster.

Press and release J to turn on
both systems.

See Traction Control/Electronic
Stability Control 0 218.

Tire Pressure Monitor

This vehicle may have a Tire
Pressure Monitor System (TPMS).

(1)

The low tire pressure warning light
alerts to a significant loss in
pressure of one of the vehicle’'s
tires. If the warning light comes on,
stop as soon as possible and inflate
the tires to the recommended
pressure shown on the Tire and
Loading Information label. See
Vehicle Load Limits 0 201. The
warning light will remain on until the
tire pressure is corrected.

The low tire pressure warning light
may come on in cool weather when
the vehicle is first started, and then
turn off as the vehicle is driven. This
may be an early indicator that the
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Vehicle Charging/Maintenance
Charging

Keep the vehicle plugged in, even
when fully charged, to keep the
battery temperature ready for the
next drive. This is important when
outside temperatures are extremely
hot or cold.

Maintenance

Always keep the tires properly
inflated and the vehicle properly
aligned.

The weight of excess cargo in the

vehicle affects efficiency and range.
Avoid carrying more than is needed.

Avoid unnecessary use of electrical
accessories. Power used for
functions other than propelling the
vehicle will reduce EV range.

Using a rooftop carrier will reduce
efficiency due to additional weight
and drag.

Roadside Assistance
Program

U.S.: 1-888-811-1926

TTY Users (U.S. Only):
1-888-889-2438

Canada: 1-800-268-6800

As the owner of a new Chevrolet,
you are automatically enrolled in the
Roadside Assistance program. This
program provides security and
convenience in the event of an
on-road failure or emergency
situation. Service is provided

24 hours a day, 365 days a year for
the duration of the vehicle s
powertrain warranty.

See Roadside Assistance Program
0 337.
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The key that is part of the Remote
Keyless Entry (RKE) transmitter can
be used for all locks.

To remove the key, press the button
near the bottom of the transmitter,

and pull the key out. Never pull the
key out without pressing the button.

See your dealer if a new key is
needed.

If locked out of the vehicle, see
Roadside Assistance Program
0 337.

With an active OnStar or connected
service plan, an OnStar Advisor
may remotely unlock the vehicle.
See OnStar Overview 0 347.

Remote Keyless Entry
(RKE) System

See Radio Frequency Statement
0 343.

If there is a decrease in the Remote
Keyless Entry (RKE) operating
range:

Check the distance. The
transmitter may be too far from
the vehicle.

Check the location. Other
vehicles or objects may be
blocking the signal.

Check the transmitter’'s battery.
See Battery Replacement later
in this section.

If the transmitter is still not
working correctly, see your
dealer or a qualified technician
for service.

Remote Keyless Entry
(RKE) System Operation

The Keyless Access system allows
for vehicle entry when the Remote
Keyless Entry (RKE) transmitter is
within 1 m (3 ft). See Keyless
Access Operation following.

The transmitter functions may work
up to 60 m (197 ft) away from the
vehicle.

Other conditions can impact the
performance of the transmitter. See
Remote Keyless Entry (RKE)
System 0 33.
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To replace the cap:

1. Position the bottom edge of the
cap under the lower edge of
the metal piece (2). The
tabs (3) attach to the metal
piece (2) at the positions (1).

2. Rotate the cap upward and
install into place.

3. Check that the cap is secure.

Free-Turning Locks

The door key lock cylinder turns
freely when either the wrong key is
used, or the correct key is not fully
inserted. The free-turning door lock
feature prevents the lock from being
forced open. To reset the lock, turn
it to the vertical position with the
correct key fully inserted. Remove
the key and insert it again. If this
does not reset the lock, turn the key
halfway around in the cylinder and
repeat the reset procedure.

Power Door Locks

\\“‘”l

A

K : Press to unlock the doors.
Q : Press to lock the doors.

Locking and unlocking the doors will
also unlock the liftgate. See Liftgate
047.

Delayed Locking

This feature delays the actual
locking of the doors until

five seconds after all doors are
closed.
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Delayed locking can only be turned
on when the Unlocked Door Anti

Lockout feature has been turned off.

Press Q on the power door lock
switch with the door open.

The doors will then lock
automatically five seconds after all
doors are closed. If a door is
reopened before five seconds have
elapsed, the five-second timer will
reset once all the doors are closed
again.

Press Q on the door lock switch

again or press Q on the RKE
transmitter to override this feature
and lock the doors immediately.

Delayed locking can be
programmed. See Vehicle
Personalization 0 146.

Automatic Door Locks

The doors will lock automatically
when all doors are closed, the
vehicle is on, and the shift lever is
out of P (Park).

If a vehicle door is unlocked and
then opened and closed, the doors
will lock either when your foot is
removed from the brake or the
vehicle speed becomes faster than
13 km/h (8 mph).

To unlock the doors:

Press K on a door.
Shift the vehicle into P (Park).

Automatic door unlocking can be
programmed. See Vehicle
Personalization 0 146.

Lockout Protection

If the vehicle is on or in Service
Mode and the power door lock

switch is pressed with the driver
door open, all the doors will lock

and only the driver door will unlock.

If the vehicle is off and locking is
requested while a door is open,
when all doors are closed the
vehicle will check for RKE
transmitters inside. If an RKE
transmitter is detected and the
number of RKE transmitters inside

has not reduced, the driver door will
unlock and the horn will chirp three
times.

Lockout Protection can be manually
overridden with the driver door open

by pressing and holding Q on the
power door lock switch.

If Unlocked Door Anti Lockout is
turned on and the vehicle is off, the
driver door is open, and locking is
requested, all the doors will lock and
only the driver door will unlock. The
Unlocked Door Anti Lockout feature
can be turned on or off. See Vehicle
Personalization 0 146.
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Safety Locks

If equipped, the safety lock is on the
inside edge of the rear doors. To
use the safety lock:

1.

Move the lever forward to the
lock position.

Close the door.

Do the same for the other
rear door.

To open a rear door when the safety
lock is on:

1. Unlock the door by using the
inside handle, the power door
lock switch, or the Remote
Keyless Entry (RKE)
transmitter.

2. Open the door from the
outside.

When the safety lock is enabled,
adults and older children will not be
able to open the rear door from the
inside. Cancel the safety locks to
enable the doors to open from the
inside.

To cancel the safety lock:

1. Unlock the door and open it
from the outside.

2. Move the lever rearward to
unlock. Do the same for the
other door.

KeyPass

If equipped, this feature allows a
smartphone to be connected to the
vehicle and remote vehicle functions
to be requested. Features vary
depending on availability.

Features include:

Remote commands Use to
lock/unlock the vehicle, remote
start for the cabin climate,

or sound or cancel the horn and
flash the lights.

Vehicle status View the
vehicle s range and battery level,
charging status, and tire
pressure.

Welcome lighting Request light
when approaching the vehicle.

Location services Save the
parked location or start
navigation at the vehicle s GPS
coordinates.

Setup Function
KeyPass Setup
Managing Priority Setting
Modifying Priority Setting
Revocation
Active Remote Function
Door Lock/Unlock
Remote Start/Stop

Panic Alarm Activation/
Termination

45
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Vehicle Security

This vehicle has theft-deterrent
features; however, they do not make
the vehicle impossible to steal.

Vehicle Alarm System

This vehicle has an anti-theft alarm
system.

Arming the Alarm System

1. Close the liftgate, then turn off
the vehicle.

2. Lock the vehicle in one of
three ways:

Use the RKE transmitter.

Use the Keyless Access
system.

With a door open, press the
inside Q.

3. After 30 seconds the alarm
system will arm. Pressing Q on
the RKE transmitter a second
time will bypass the 30-second

delay and immediately arm the
alarm system.

The vehicle alarm system will not
arm if the doors are locked with
the key.

If the driver door is opened without
first unlocking with the RKE
transmitter, the horn will chirp and
the lights will flash to indicate
pre-alarm. If the vehicle is not
started, or the door is not unlocked

by pressing K on the RKE
transmitter during the 10-second
pre-alarm, the alarm will be
activated.

If a door or the liftgate is opened
without first disarming the system,
the turn signals will flash and the
horn will sound for about

30 seconds. The alarm system will
then re-arm to monitor for the next
unauthorized event.

Disarming the System

Do one of the following to disarm
the alarm system or turn off the
alarm if it has been activated:

Press K on the RKE transmitter.

Unlock the vehicle using the
Keyless Access system.

Start the vehicle.

To avoid setting off the alarm by
accident:

Lock the vehicle after all
occupants have left the vehicle.

Always unlock a door with the
RKE transmitter.

Unlocking the driver door with the
key will not disarm the system or
turn off the alarm.

How to Detect a Tamper
Condition

If K is pressed on the RKE
transmitter and the horn chirps and
the lights flash three times, an alarm
occurred previously while the alarm
system was armed.

If the alarm has been activated, a
message will appear on the DIC.
Immobilizer

See Radio Frequency Statement
0 343.
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Immobilizer Operation

This vehicle has a passive
theft-deterrent system.

The system does not have to be
manually armed or disarmed.

The vehicle is automatically
immobilized when the transmitter
leaves the vehicle.

The immobilization system is

disarmed when POWEROQO is
pressed and a valid transmitter is
found in the vehicle.

s

The security light on the instrument
cluster comes on when there is a
problem with arming or disarming
the theft-deterrent system.

The system has one or more
transmitters matched to an
immobilizer control unit in the
vehicle. Only a correctly matched

transmitter will start the vehicle.
If the transmitter is damaged, you
may not be able to start the vehicle.

When trying to start the vehicle, the
security light comes on briefly when
the vehicle is turned on.

If the vehicle does not start and the
security light stays on, there is a
problem with the system. Turn the
vehicle off and try again.

If the RKE transmitter appears to be
undamaged, try another transmitter,
or place the transmitter in the
transmitter pocket.

See Starting the Vehicle with a Low
Transmitter Battery under Remote
Keyless Entry (RKE) System
Operation 0 33.

If the vehicle does not start with the
other transmitter or with the
transmitter placed in the transmitter
pocket, the vehicle needs service.

See your dealer who can service
the theft-deterrent system and have
a new transmitter programmed to
the vehicle.

Do not leave the transmitter or
device that disarms or deactivates
the theft-deterrent system in the
vehicle.
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Exterior Mirrors

Convex Mirrors

{ Warning

A convex mirror can make things,
like other vehicles, look farther
away than they really are. If you
cut too sharply into the right lane,
you could hit a vehicle on the
right. Check the inside mirror or
glance over your shoulder before

changing lanes.

The passenger side mirror is convex
shaped. A convex mirror's surface is
curved so more can be seen from
the driver seat.

Power Mirrors

( 7 i |

To adjust the mirrors:

1. Press} or| tochoose the
driver or passenger mirror. An
indicator will show the selected
mirror.

2. Press the arrows on the control
pad to move each mirror in the
desired position.

3. Press} or| againto
deselect the mirror.

Folding Mirrors

Manual Folding Mirrors

The vehicle has manual folding
mirrors. These mirrors can be folded
inward to prevent damage when
going through an automatic car
wash. To fold, pull the mirror toward
the vehicle. Push the mirror outward
to return it to the original position.

Lane Change Alert (LCA)

The vehicle may have LCA. See
Lane Change Alert (LCA) 0 232.

Side Blind Zone Alert

The vehicle may have Side Blind
Zone Alert. See Side Blind Zone
Alert (SBZA) 0 232.
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Interior Mirrors

Interior Rearview Mirrors

Adjust the rearview mirror for a clear
view of the area behind your
vehicle.

Do not spray glass cleaner directly
on the mirror. Use a soft towel
dampened with water.

Manual Rearview Mirror

Push the tab forward for daytime
use and pull it rearward for
nighttime use to avoid glare of the
headlamps from behind.

Automatic Dimming
Rearview Mirror

If equipped, automatic dimming
reduces the glare of headlamps
from behind. The dimming feature
comes on when the vehicle is
started.

Rear Camera Mirror

If equipped, this automatic dimming
mirror provides a wide angle camera
view of the area behind the vehicle.

—_— - —

| J
_ I un

n_

. -

t

Pull the tab to turn on the display.
Push the tab to turn it off. When off,
the mirror is automatic dimming.
Adjust the mirror for a clear view of
the area behind the vehicle while
the display is off.

—

2

To adjust the brightness, press the
button (1) on the back of the
rearview mirror without covering the
light sensor (2).

Each button press cycles the
brightness between five settings.
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Windows

{ Warning

Never leave a child, a helpless
adult, or a pet alone in a vehicle,
especially with the windows
closed in warm or hot weather.

They can be overcome by the
extreme heat and suffer
permanent injuries or even death
from heat stroke.

The vehicle aerodynamics are
designed to improve electric range
performance. This may result in a
pulsing sound when either rear
window is down and the front
windows are up. To reduce the
sound, open a front window.

Power Windows

{ Warning

Leaving children in a vehicle with
the RKE transmitter is dangerous
for many reasons; children or
others could be badly injured or
even killed. They could operate
the power windows or other
controls or even make the vehicle
move. The windows will function
with the RKE transmitter in the
vehicle and they could be
seriously injured or killed if caught
in the path of a closing window.
Do not leave the RKE transmitter
in a vehicle with children.

(Continued)

Warning (Continued)

When there are children in the
rear seat, use the window lockout
switch to prevent unintentional
operation of the windows.

s / !
Press the switch to open the

window. Pull the front of the switch
up to close it.

The window switches on the driver
door control all windows.
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Head Restraints

The vehicle's front and rear seats
have adjustable head restraints in
the outboard seating positions.

{ Warning

With head restraints that are not
installed and adjusted properly,
there is a greater chance that
occupants will suffer a neck/
spinal injury in a crash. Do not
drive until the head restraints for
all occupants are installed and
adjusted properly.

Adjust the head restraint so that the
top of the restraint is at the same
height as the top of the occupant’s
head. This position reduces the
chance of a neck injury in a crash.

Front Seats

The height of the head restraint can

be adjusted. To raise or lower the
head restraint, press the button
located on the side of the head
restraint, and pull up or push the
head restraint down, and release
the button. Pull and push on the
head restraint after the button is
released to make sure that it is
locked in place.

The front seat outboard head
restraints are not removable.
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Front Seats

Seat Adjustment
Manual Seats

{ Warning

You can lose control of the
vehicle if you try to adjust a driver
seat while the vehicle is moving.
Adjust the driver seat only when
the vehicle is not moving.

Seat Position

To adjust the seat:

1. Pull the handle at the front of
the seat.

2. Slide the seat to the desired
position and release the
handle.

3. Try to move the seat back and
forth to be sure it is locked in
place.

Seat Height Adjuster

Move the lever on the outboard side

of the seat up or down to manually
adjust the seat height.

Reclining Seatbacks

{ Warning

If either seatback is not locked, it
could move forward in a sudden
stop or crash. That could cause
injury to the person sitting there.
Always push and pull on the
seatbacks to be sure they are
locked.

To recline the seatback:
1. Lift the lever.
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The center rear seat belt may
lock when you raise the
seatback. If this happens, let
the belt go back all the way
and start again.

2. Push and pull the top of the
seatback to be sure it is locked
into position.

3. Repeat Steps 1 and 2 for the
other seatback, if necessary.

When the seat is not in use, it
should be kept in the upright, locked
position.

Rear Seat Armrest

The rear seat has an armrest in the
center of the seatback. Lower the
armrest to access the two
cupholders.

To fold, lift the armrest up and push
it rearward until it is flush with the
seatback.

Heated Rear Seats

{ Warning

If temperature change or pain to
the skin cannot be felt, the seat
heater may cause burns. See the
Warning under Heated Front

Seats 0 60.

If equipped, the rear heated seat
buttons are on the rear doors.

Press L or M to heat the left
outboard or right outboard seat
cushion.
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Seat Belts

This section describes how to use
seat belts properly, and some things
not to do.

{ Warning

Do not let anyone ride where a
seat belt cannot be worn properly.
In a crash, if you or your
passenger(s) are not wearing
seat belts, injuries can be much
worse than if you are wearing
seat belts. You can be seriously
injured or killed by hitting things
inside the vehicle harder or by
being ejected from the vehicle. In
addition, anyone who is not
buckled up can strike other
passengers in the vehicle.

It is extremely dangerous to ride
in a cargo area, inside or outside
of a vehicle. In a collision,
passengers riding in these areas
are more likely to be seriously
injured or killed. Do not allow

(Continued)

Warning (Continued)

passengers to ride in any area of
the vehicle that is not equipped
with seats and seat belts.

Always wear a seat belt, and
check that all passenger(s) are
restrained properly too.

This vehicle has indicators as a
reminder to buckle the seat belts.
See Seat Belt Reminders 0 124.

Why Seat Belts Work

When riding in a vehicle, you travel
as fast as the vehicle does. If the
vehicle stops suddenly, you keep
going until something stops you.

It could be the windshield, the
instrument panel, or the seat belts!

When you wear a seat belt, you and
the vehicle slow down together.
There is more time to stop because
you stop over a longer distance and,
when worn properly, your strongest
bones take the forces from the seat
belts. That is why wearing seat belts
makes such good sense.

Questions and Answers About
Seat Belts

Q: Will | be trapped in the vehicle
after a crash if | am wearing a
seat belt?

A: You could be  whether you are
wearing a seat belt or not. Your
chance of being conscious
during and after a crash, so you
can unbuckle and get out, is
much greater if you are belted.
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Comfort guides are available
through your dealer for the rear
outboard seating positions.
Instructions are included with the
guide.

Seat Belt Use During
Pregnancy

Seat belts work for everyone,
including pregnant women. Like all
occupants, they are more likely to
be seriously injured if they do not
wear seat belts.

A pregnant woman should wear a
lap-shoulder belt, and the lap
portion should be worn as low as
possible, below the rounding,
throughout the pregnancy.

The best way to protect the fetus is
to protect the mother. When a seat
belt is worn properly, it is more likely
that the fetus will not be hurt in a
crash. For pregnant women, as for
anyone, the key to making seat
belts effective is wearing them

properly.

Seat Belt Extender

If the vehicle's seat belt will fasten
around you, you should use it.

But if a seat belt is not long enough,
your dealer will order you an
extender. When you go in to order it,
take the heaviest coat you will wear,
so the extender will be long enough
for you. To help avoid personal
injury, do not let someone else use
it, and use it only for the seat it is
made to fit. The extender has been
designed for adults. Never use it for
securing child restraints. For more

information on the proper use and fit
of seat belt extenders see the
instruction sheet that comes with
the extender.

Safety System Check

Periodically check the seat belt
reminder, seat belts, buckles, latch
plates, retractors, shoulder belt
height adjusters (if equipped), and
seat belt anchorages to make sure
they are all in working order. Look
for any other loose or damaged seat
belt system parts that might keep a
seat belt system from performing
properly. See your dealer to have it
repaired. Torn, frayed, or twisted
seat belts may not protect you in a
crash. Torn or frayed seat belts can
rip apart under impact forces. If a
belt is torn or frayed, have it
replaced immediately. If a belt is
twisted, it may be possible to
untwist by reversing the latch plate
on the webbing. If the twist cannot
be corrected, ask your dealer to

fix it.



Seats and Restraints 71

Make sure the seat belt reminder
light is working. See Seat Belt
Reminders 0 124.

Keep seat belts clean and dry. See
Seat Belt Care 0 71.

Seat Belt Care

Keep belts clean and dry.

Seat belts should be properly cared
for and maintained.

Seat belt hardware should be kept
dry and free of dust or debris. As
necessary, exterior hard surfaces
and seat belt webbing may be lightly
cleaned with mild soap and water.
Ensure there is not excessive dust
or debris in the mechanism. If dust
or debris exists in the system please
see the dealer. Parts may need to
be replaced to ensure proper
functionality of the system.

{ Warning

Warning (Continued)

Do not bleach or dye seat belt
webbing. It may severely weaken
the webbing. In a crash, they
might not be able to provide
adequate protection. Clean and
rinse seat belt webbing only with
mild soap and lukewarm water.
Allow the webbing to dry.

have them inspected and any
necessary replacements made as

Replacing Seat Belt
System Parts after a
Crash

{ Warning

A crash can damage the seat belt
system in the vehicle. A damaged
seat belt system may not properly
protect the person using it,
resulting in serious injury or even
death in a crash. To help make
sure the seat belt systems are
working properly after a crash,

(Continued)

soon as possible.

After a minor crash, replacement of
seat belts may not be necessary.
But the seat belt assemblies that
were used during any crash may
have been stressed or damaged.
See your dealer to have the seat
belt assemblies inspected or
replaced.

New parts and repairs may be
necessary even if the seat belt
system was not being used at the
time of the crash.

Have the seat belt pretensioners
checked if the vehicle has been in a
crash, or if the airbag readiness light
stays on after you start the vehicle
or while you are driving. See Airbag
Readiness Light 0 125.
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Roof-rail airbags are designed to
inflate in moderate to severe side
crashes depending on the location
of the impact. In addition, these
roof-rail airbags are designed to
inflate during a rollover or in a
severe frontal impact. Roof-rall
airbags are not designed to inflate in
rear impacts. Both roof-rail airbags
will inflate when either side of the
vehicle is struck or if the sensing
system predicts that the vehicle is
about to roll over on its side, or in a
severe frontal impact.

In any particular crash, no one can
say whether an airbag should have
inflated simply because of the
vehicle damage or repair costs.

What Makes an Airbag
Inflate?

In a deployment event, the sensing
system sends an electrical signal
triggering a release of gas from the
inflator. Gas from the inflator fills the
airbag causing the bag to break out
of the cover. The inflator, the airbag,
and related hardware are all part of
the airbag module.

For airbag locations, see Where Are
the Airbags? 0 73.

How Does an Airbag
Restrain?

In moderate to severe frontal or
near frontal collisions, even belted
occupants can contact the steering
wheel or the instrument panel. In
moderate to severe side collisions,
even belted occupants can contact
the inside of the vehicle.

Airbags supplement the protection
provided by seat belts by
distributing the force of the impact
more evenly over the

occupant’s body.

Rollover capable roof-rail airbags
are designed to help contain the
head and chest of occupants in the
outboard seating positions in the
first and second rows. The rollover
capable roof-rail airbags are
designed to help reduce the risk of
full or partial ejection in rollover
events, although no system can
prevent all such ejections.

But airbags would not help in many
types of collisions, primarily
because the occupant’'s motion is
not toward those airbags. See When
Should an Airbag Inflate? 0 75.

Airbags should never be regarded
as anything more than a supplement
to seat belts.

What Will You See after
an Airbag Inflates?

After the frontal, knee, and
seat-mounted side impact airbags
inflate, they quickly deflate, so
quickly that some people may not
even realize the airbags inflated.
Roof-rail airbags may still be at least
partially inflated for some time after
they inflate. Some components of
the airbag module may be hot for
several minutes. For location of the
airbags, see Where Are the
Airbags? 0 73.

The parts of the airbag that come
into contact with you may be warm,
but not too hot to touch. There may
be some smoke and dust coming
from the vents in the deflated
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Airbag system, including airbag
modules, front or side impact
sensors, sensing and diagnostic
module, or airbag wiring

Front seats, including stitching,
seams or zippers

Seat belts

Steering wheel, instrument
panel, overhead console, ceiling
trim, or pillar garnish trim

Inner door seals, including
speakers

Your dealer and the service manual
have information about the location
of the airbag modules and sensors,
sensing and diagnostic module, and
airbag wiring along with the proper
replacement procedures.

In addition, the vehicle has a
passenger sensing system for the
front outboard passenger position,
which includes sensors that are part
of the passenger seat. The
passenger sensing system may not
operate properly if the original seat
trim is replaced with non-GM
covers, upholstery, or trim; or with

GM covers, upholstery, or trim
designed for a different vehicle. Any
object, such as an aftermarket seat
heater or a comfort-enhancing pad
or device, installed under or on top
of the seat fabric, could also
interfere with the operation of the
passenger sensing system. This
could either prevent proper
deployment of the passenger
airbag(s) or prevent the passenger
sensing system from properly
turning off the passenger airbag(s).
See Passenger Sensing System
078.

If the vehicle has rollover roof-rail
airbags, see Different Size Tires
and Wheels 0 295 for additional
important information.

If the vehicle must be modified
because you have a disability and
have questions about whether the
modifications will affect the vehicle’s
airbag system, or if you have
questions about whether the airbag
system will be affected if the vehicle
is modified for any other reason, call
Customer Assistance. See
Customer Assistance Offices 0 335.

Airbag System Check

The airbag system does not need
regularly scheduled maintenance or
replacement. Make sure the airbag
readiness light is working. See
Airbag Readiness Light 0 125.

Caution

If an airbag covering is damaged,
opened, or broken, the airbag
may not work properly. Do not
open or break the airbag
coverings. If there are any
opened or broken airbag
coverings, have the airbag
covering and/or airbag module
replaced. For the location of the
airbags, see Where Are the
Airbags? 0 73. See your dealer
for service.
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Replacing Airbag System
Parts after a Crash

{ Warning

A crash can damage the airbag
systems in the vehicle.

A damaged airbag system may
not properly protect you and your
passenger(s) in a crash, resulting
in serious injury or even death. To
help make sure the airbag
systems are working properly
after a crash, have them
inspected and any necessary
replacements made as soon as
possible.

If an airbag inflates, you will need to
replace airbag system parts. See
your dealer for service.

If the airbag readiness light stays on
after the vehicle is started or comes
on when you are driving, the airbag

system may not work properly. Have
the vehicle serviced right away. See
Airbag Readiness Light 0 125.

Child Restraints
Older Children

Older children who have outgrown
booster seats should wear the
vehicle s seat belts.

The manufacturer instructions that
come with the booster seat state the
weight and height limitations for that
booster. Use a booster seat with a
lap-shoulder belt until the child
passes the fit test below:

Sit all the way back on the seat.
Do the knees bend at the seat
edge? If yes, continue. If no,
return to the booster seat.

Buckle the lap-shoulder belt.
Does the shoulder belt rest on
the shoulder? If yes, continue.
If no, try using the rear seat belt
comfort guide, if available. See
Rear Seat Belt Comfort Guides
under Lap-Shoulder Belt 0 68.
If a comfort guide is not
available, or if the shoulder belt
still does not rest on the
shoulder, then return to the
booster seat.

Does the lap belt fit low and
snug on the hips, touching the
thighs? If yes, continue. If no,
return to the booster seat.

Can proper seat belt fit be
maintained for the length of the
trip? If yes, continue. If no,
return to the booster seat.
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{ Warning

A young child’s hip bones are still
so small that the vehicle’s regular
seat belt may not remain low on
the hip bones, as it should.
Instead, it may settle up around
the child’s abdomen. In a crash,
the belt would apply force on a
body area that is unprotected by
any bony structure. This alone
could cause serious or fatal
injuries. To reduce the risk of
serious or fatal injuries during a
crash, young children should
always be secured in appropriate
child restraints.

Child Restraint Systems

Rear-Facing Infant Restraint

A rear-facing child restraint provides
restraint with the seating surface
against the back of the infant.

The harness system holds the infant
in place and, in a crash, acts to
keep the infant positioned in the
restraint.

Forward-Facing Child Restraint

A forward-facing child restraint
provides restraint for the child’s
body with the harness.
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Return the head restraint to the
full upright position if folded.
Pull the head restraint up and
forward until it locks into place.

Try to move the head restraint
in all directions to make sure
that it is locked in place.

Always adjust the head
restraint so that the top of the
restraint is at the same height
as the top of the occupant’'s
head. See Head Restraints

0 57.

Replacing LATCH System
Parts After a Crash

{ Warning

A crash can damage the LATCH
system in the vehicle. A damaged
LATCH system may not properly
secure the child restraint,
resulting in serious injury or even
death in a crash. To help make
sure the LATCH system is
working properly after a crash,
see your dealer to have the
system inspected and any
necessary replacements made as

soon as possible.

If the vehicle has the LATCH system
and it was being used during a
crash, new LATCH system parts
may be needed.

New parts and repairs may be
necessary even if the LATCH
system was not being used at the
time of the crash.

Securing Child Restraints
(With the Seat Belt in the
Rear Seat)

When securing a child restraint in a
rear seating position, study the
instructions that came with the child
restraint to make sure it is
compatible with this vehicle.

If the child restraint has the LATCH
system, see Lower Anchors and
Tethers for Children (LATCH
System) 0 91 for how and where to
install the child restraint using
LATCH. If a child restraint is
secured in the vehicle using a seat
belt and it uses a top tether, see
Lower Anchors and Tethers for
Children (LATCH System) 0 91 for
top tether anchor locations.

Do not secure a child restraint in a
position without a top tether anchor
if a national or local law requires
that the top tether be anchored, or if
the instructions that come with the
child restraint say that the top tether
must be anchored.
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Storage

Storage Compartments
Storage Compartments ....... 106
Instrument Panel Storage .... 106
Cupholders ................... 106
Center Console Storage ...... 107

Additional Storage Features
CargoCover.................. 107
Cargo Management

System ... 108

Storage
Compartments
{ Warning

Do not store heavy or sharp
objects in storage compartments.
In a crash, these objects may
cause the cover to open and
could result in injury.

Instrument Panel Storage

The instrument panel storage is
near the power outlet.

Cupholders

The front cupholders are near the
shift lever.

If equipped, lower the armrest to
access the rear cupholders. The
liner is removable for cleaning.
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Controls

Steering Wheel
Adjustment

To adjust the steering wheel:
1. Pull the lever down.

2. Move the steering wheel up
or down.

3. Pull or push the steering wheel
closer or away from you.

4. Pull the lever up to lock the
steering wheel in place.

Do not adjust the steering wheel
while driving.

Steering Wheel Controls

If equipped, some audio controls
can be adjusted at the steering
wheel.

g : If equipped with OnStar or a
Bluetooth system, press to interact
with those systems.

See OnStar Overview 0 347 or
Bluetooth 0 177.

C : Press to decline an incoming
call or end a current call. Press to
mute or unmute the infotainment
system when not on a call.

W or X : Press to go to the
previous or next selection.

O or P : Press to move between
the interactive display zones in the
cluster.

@ : Press to select a highlighted
menu option.

VFAV or FAVZ : Press to display
a list of favorites and select the next
or previous favorite when listening
to the radio.
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{ Warning

In freezing weather, do not use
the washer until the windshield is
warmed. Otherwise the washer
fluid can form ice on the
windshield, blocking your vision.

Auto Wipe in Reverse Gear

If the rear wiper control is off, the
rear wiper will automatically operate
continuously when the vehicle is in
R (Reverse), and the front
windshield wiper is performing low
or high speed wipes. If the rear
wiper control is off, the vehicle is in
R (Reverse), and the front
windshield wiper is performing
intermittent wipes, then the rear
wiper automatically performs
intermittent wipes.

This feature can be turned on or off.
See Vehicle Personalization 0 146.

The windshield washer reservoir is
used for the windshield and the rear
window. Check the fluid level in the
reservoir if either washer is not
working.

Rear Wiper Arm Assembly
Protection

Wiper operation returns to normal
when the shift lever is no longer in
N (Neutral) or the vehicle speed
increases. The rear wiper will also
stop when the liftgate is open.

When using an automatic car wash,
move the rear wiper control to OFF
to disable the rear wiper. If the shift
lever is in N (Neutral) and the
vehicle speed is very slow, the rear
wiper will automatically stop at the
base of the rear window.

Compass

The vehicle has a compass display
in the instrument cluster above the
speedometer. The compass
receives its heading and other
information from the Global
Positioning System (GPS) antenna
and vehicle speed information.

The compass system has automatic
calibration and zone adjustment
features.

Avoid covering the GPS antenna for
long periods of time with objects
that may interfere with the antenna’s
ability to receive a satellite signal.
The compass system is designed to
operate for a certain number of
miles or degrees of turn before
needing a signal from the GPS
satellites. The compass system will
automatically determine when a
GPS signal is restored and provide
a heading.

Clock

The infotainment system controls
are used to access the time and
date settings through the menu.
This can also be changed by
touching the clock, then touch 8 to
go to the Time and Date

Settings menu.

D : Press to access the
Home Page.

T : Touch to access the Icon View.
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1. Redistributions of source code
must retain the above copyright
notice, this list of conditions
and the following disclaimer.

2. Redistributions in binary form
must reproduce the above
copyright notice, this list of
conditions and the following
disclaimer in the
documentation and/or other
materials provided with the
distribution.

3. Neither the name of the
copyright holder nor the names
of its contributors may be used
to endorse or promote products
derived from this software
without specific prior written
permission.

THIS SOFTWARE IS PROVIDED
BY THE COPYRIGHT HOLDERS
AND CONTRIBUTORS "AS IS"
AND ANY EXPRESS OR IMPLIED
WARRANTIES, INCLUDING, BUT
NOT LIMITED TO, THE IMPLIED
WARRANTIES OF

MERCHANTABILITY AND FITNESS
FOR A PARTICULAR PURPOSE
ARE DISCLAIMED. IN NO EVENT
SHALL THE COPYRIGHT HOLDER
OR CONTRIBUTORS BE LIABLE
FOR ANY DIRECT, INDIRECT,
INCIDENTAL, SPECIAL,
EXEMPLARY, OR
CONSEQUENTIAL DAMAGES
(INCLUDING, BUT NOT LIMITED
TO, PROCUREMENT OF
SUBSTITUTE GOODS OR
SERVICES; LOSS OF USE, DATA,
OR PROFITS; OR BUSINESS
INTERRUPTION) HOWEVER
CAUSED AND ON ANY THEORY
OF LIABILITY, WHETHER IN
CONTRACT, STRICT LIABILITY,
OR TORT (INCLUDING
NEGLIGENCE OR OTHERWISE)
ARISING IN ANY WAY OUT OF
THE USE OF THIS SOFTWARE,
EVEN IF ADVISED OF THE
POSSIBILITY OF SUCH DAMAGE.

Warning Lights,
Gauges, and
Indicators

Warning lights and gauges can
signal that something is wrong
before it becomes serious enough
to cause an expensive repair or
replacement. Paying attention to the
warning lights and gauges could
prevent injury.

Some warning lights come on briefly
when the propulsion system is
started to indicate they are working.
When one of the warning lights
comes on and stays on while
driving, or when one of the gauges
shows there may be a problem,
check the section that explains what
to do. Waiting to do repairs can be
costly and even dangerous.
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Phone

In the Phone menu, if there is no
active phone call, view recent calls,
scroll through contacts, or select
from the favorites. If there is an
active call, mute or unmute the
phone or switch to handset or
handsfree operation.

Onstar Navigation

This display is used for OnStar
Turn-by-Turn guidance, if equipped.

Layout

Choose Classic, Modern,
or Enhanced layout by pressing V

while the desired item is highlighted.

Exit the Layout menu by
pressing O.

Options
Press V to select the Options app.

Use W or X to scroll through the
items in the Options menu. Exit the
Options menu by pressing O.

Units : Press O while Units is
displayed to enter the Units menu.
Use W or X to scroll through the
items. Choose U.S., Metric,

or Imperial by pressing V while the
desired item is highlighted.

Speed Warning : The speed
warning display allows the driver to

set a speed that they do not want to
exceed. To set the speed warning,

press V when Speed Warning is
displayed. Press W or X to adjust

the value. Press V to set the speed.

Once set, this feature can be turned
off by pressing V while viewing this
page. If the selected speed limit is
exceeded, a pop-up warning is
displayed and a chime may sound.

Help : Press P while Help is
displayed to enter the Help menu.
Use W or X to scroll through the
items in the Help menu.

Open Source Software : Press V
while Open Source Software is
highlighted to display open source
software information.

Speedometer

The speedometer shows the
vehicle's speed in either kilometers
per hour (km/h) or miles per

hour (mph).

Odometer

The odometer shows how far the
vehicle has been driven, in either
kilometers or miles.

Trip Odometer

The trip odometer shows how far
the vehicle has been driven since
the trip odometer was last reset.

The trip odometer is accessed and
reset through the Driver Information
Center (DIC). See Driver
Information Center (DIC) 0 143.
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Passenger Seat Belt Reminder
Light

There is a passenger seat belt
reminder light near the passenger
airbag status indicator.

A,

When the vehicle is started, this
light flashes and a chime may come
on to remind passengers to fasten
their seat belt. Then the light stays
on solid until the belt is buckled.
This cycle continues several times if
the passenger remains or becomes
unbuckled while the vehicle is
moving.

If the passenger seat belt is
buckled, neither the chime nor the
light comes on.

The front passenger seat belt
reminder light and chime may turn
on if an object is put on the seat
such as a briefcase, handbag,

grocery bag, or other electronic
device. To turn off the reminder light
and/or chime, remove the object
from the seat or buckle the

seat belt.

Airbag Readiness Light

This light shows if there is an
electrical problem with the airbag
system. The system check includes
the airbag sensor(s), passenger
sensing system, the pretensioners
(if equipped), the airbag modules,
the wiring, and the crash sensing
and diagnostic module.

o
The airbag readiness light comes on
for several seconds when the
vehicle is started. If the light does

not come on then, have it fixed
immediately.

{ Warning

If the airbag readiness light stays
on after the vehicle is started or
comes on while driving, it means
the airbag system might not be
working properly. The airbags in
the vehicle might not inflate in a
crash, or they could even inflate
without a crash. To help avoid
injury, have the vehicle serviced
right away.

If there is a problem with the airbag
system, a Driver Information Center
(DIC) message may also come on.

Passenger Airbag Status
Indicator

The vehicle has a passenger
sensing system. See Passenger
Sensing System 0 78 for important
safety information. The overhead
console has a passenger airbag
status indicator.
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If a short distance must be driven
with the light on, be sure to turn off
all accessories, such as the radio.

Service Vehicle Soon
Light

<

This light comes on if a condition
exists that may require the vehicle
to be taken in for service.

If the light comes on, take the
vehicle to your dealer for service as
soon as possible.

Brake System Warning
Light

The vehicle brake system consists
of two hydraulic circuits. If one
circuit is not working, the remaining
circuit can still work to stop the

vehicle. For normal braking
performance, both circuits need to
be working.

If the warning light comes on, there
is a brake problem. Have the brake
system inspected right away.

{ Warning

The brake system might not be
working properly if the brake
system warning light is on.
Driving with the brake system
warning light on can lead to a
crash. If the light is still on after
the vehicle has been pulled off
the road and carefully stopped,
have the vehicle towed for
service.

©),

BRAKE

(™)

Metric English

This light should come on briefly
when the vehicle is started. If it
does not come on then, see your
dealer for service.

If the light comes on and stays on,
there is a brake problem.

Electric Parking Brake

Light
® @
PARK
Metric English

This light comes on when the
parking brake is applied. If the light
flashes and stays on after the
parking brake is released, or while
driving, there is a problem with the
Electric Parking Brake system.

If the light does not come on,
or remains flashing, see your dealer.






Instruments and Controls 129

This light is green if LKA is available
to assist.

LKA may assist by gently turning
the steering wheel if the vehicle
approaches a detected lane marking
without using the turn signal in that
direction. The LKA light will turn
amber.

This light is amber and flashes as a
Lane Departure Warning (LDW)
alert, to indicate that the lane
marking has been crossed.

Vehicle Ahead Indicator

=

If equipped, this indicator will
display green when a vehicle is
detected ahead and amber when
you are following a vehicle ahead
much too closely.

Pedestrian Ahead
Indicator

R

If equipped, this indicator will
display amber when a nearby
pedestrian is detected directly in
front of the vehicle.

See Front Pedestrian Braking (FPB)
System 0 230.

Traction Off Light

This light comes on briefly while
starting the vehicle. If it does not,
have the vehicle serviced by your

dealer. If the system is working
normally, the indicator light then
turns off.

The traction off light comes on when
the Traction Control System (TCS)
has been turned off by pressing and
releasing the TCS/StabiliTrak
button.

This light and the StabiliTrak OFF
light come on when StabiliTrak is
turned off.

If the TCS is off, wheel spin is not
limited. Adjust driving accordingly.

StabiliTrak OFF Light

=
ol
OFF

This light comes on briefly while
starting the vehicle. If it does not,
have the vehicle serviced by your
dealer.
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This light comes on when the
StabiliTrak system is turned off.
If StabiliTrak is off, the Traction
Control System (TCS) is also off.

If StabiliTrak and TCS are off, the
system does not assist in controlling
the vehicle. Turn on the TCS and
the StabiliTrak systems, and the
warning light turns off.

See Traction Control/Electronic
Stability Control 0 218.

Traction Control System
(TCS)/StabiliTrak Light

=
22

This light comes on briefly when the
vehicle is started.

If the light does not come on, have
the vehicle serviced by your dealer.
If the system is working normally,
the indicator light turns off.

If the light is on and not flashing, the
TCS, and potentially the StabiliTrak/
Electronic Stability Control system
have been disabled.

If the indicator/warning light is on
and flashing, the TCS and/or the
StabiliTrak/ESC system is actively
working.

Tire Pressure Light

(1)

For vehicles with the Tire Pressure
Monitor System (TPMS), this light
comes on briefly when the vehicle is
started. It provides information
about tire pressures and the TPMS.

When the Light is On Steady

This indicates that one or more of
the tires are significantly
underinflated.

A message in the Driver Information
Center (DIC) may also display. Stop
as soon as possible, and inflate the
tires to the pressure value shown on
the Tire and Loading Information
label.

When the Light Flashes First and
Then Is On Steady

This indicates that there may be a
problem with the TPMS. The light
flashes for about one minute and
stays on steady until the vehicle is
off. This sequence repeats each
time the vehicle is started.

Security Light

#h

The security light should come on
briefly as the vehicle is started. If it
does not come on, have the vehicle
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serviced by your dealer. If the
system is working normally, the
indicator light turns off.

If the light stays on and the vehicle
does not start, there could be a
problem with the theft-deterrent
system.

Vehicle Ready Light

)
READ

The vehicle ready light comes on
whenever the vehicle is ready to be
driven.

High-Beam On Light

=0

This light comes on when the
high-beam headlamps are in use.

IntelliBeam" Light

®

This light comes on when the
IntelliBeam system, if equipped, is
enabled.

Lamps On Reminder

-0Q;

This light comes on when the
exterior lamps are in use.

Cruise Control Light

‘€ 3
The cruise control light is white
when the cruise control is on and

ready, and turns green when the
cruise control is set and active.

The light turns off when the cruise
control is turned off. See Cruise
Control 0 220.

Door Ajar Light

()

This light comes on when a door is
open or not securely latched.
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Lighting Features
Entry Lighting

Some exterior lamps and the interior
lamps turn on briefly at night when
the Remote Keyless Entry (RKE)

transmitter K is pressed. See
Remote Keyless Entry (RKE)
System Operation 0 33. The lights
turn off immediately when the
vehicle is started or automatically
after a brief period.

This feature can be turned on or off.
See Vehicle Locator Lights under
Vehicle Personalization 0 146.

Exit Lighting

Some exterior lamps come on at
night when the vehicle is turned off
and the driver door is opened.
Some interior lamps also come on
when the vehicle is turned off. The
exterior lamps and interior lamps
remain on after the door is closed
for a brief period and then turn off.

This feature can be turned on or off.
See Vehicle Personalization 0 146.

Battery Power Protection

The battery saver feature is
designed to protect the vehicle’'s
12-volt battery.

If some interior lamps and/or the
headlamps are left on and the
vehicle is turned off, the battery
rundown protection system
automatically turns the lamp off after
some time.

Exterior Lighting Battery
Saver

The exterior lamps turn off about
10 minutes after the ignition is
turned off, if the parking lamps or
headlamps have been manually left
on. This protects against draining
the battery. To restart the 10-minute
timer, turn the exterior lamp control
to the off position and then back to
the parking lamp or headlamp
position.

To keep the lamps on for more than
10 minutes, the ignition must be on
or in ACC/ACCESSORY.
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Before driving:

Become familiar with the
operation, center stack controls,
and infotainment display
controls.

Set up the audio by presetting
favorite stations, setting the
tone, and adjusting the
speakers.

Set up phone numbers in
advance so they can be called
easily by pressing a single
control or by using a single voice
command if equipped with
Bluetooth phone capability.

See Defensive Driving 0 196.

To play the infotainment system with
the ignition off, see Retained
Accessory Power (RAP) 0 208.

Active Noise Cancellation (ANC)

If equipped, ANC reduces engine
noise in the vehicle s interior. ANC
requires the factory-installed audio
system, radio, speakers, amplifier (if
equipped), induction system, and
exhaust system to work properly.

Deactivation is required by your
dealer if related aftermarket
equipment is installed.

Theft-Deterrent Feature

The infotainment system has an
electronic security system installed
to prevent theft.

The infotainment system only works
in the vehicle in which it was first
installed, and cannot be used in
another vehicle.

Overview

1. Infotainment Display:

Display for Play/Reception/
Menu information.

2. Volume Knob:

Turn the volume knob to
adjust the volume.

3. O0:

Press and hold to enter the
Clean Screen Mode. The
radio will be in a low power
mode with the infotainment
display turned off.

Press to cancel the Clean
Screen Mode or to mute/
unmute the audio when the
system is on.

Press to go to the
Home Page.

Press and hold to launch
Apple CarPlay or Android
Auto, if equipped.
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3. Touch g Now Playing to return
to the previous screen.

Browse Audio
Current Channel Information

Touch Current Channel
Information. The channel
information is displayed.

SXM Channels

Touch SXM Channels. The SXM
List is displayed.

SXM Categories

SXM categories are defined by
the SiriusXM service provider.

Touch SXM Categories, then
touch the desired category and
channel.

Audio Settings
Tone Settings
Set up sound features from the
Tone Settings menu. See Tone

Settings under AM-FM Radio
previously in this section.

Auto Volume

Volume will be automatically
controlled. See Auto Volume
under AM-FM Radio previously
in this section.

Explicit Content Filter

Choose this menu item to turn
On or Off the filtering of explicit
channels from SXM. A list item
can be set to On or Off. From
the SXM Menu, touch Audio
Settings. Set Explicit Content
Filter feature to On or Off to
allow for a filtered list of
channels.

Multi-Band Antenna

If equipped, the roof antenna is for
GPS (Global Positioning System).
Keep clear of obstructions for clear
reception.

Mobile Phone Usage

Mobile phone usage can cause
interference with the vehicle’s radio.
Unplug the mobile phone or turn it
off if this occurs.

AM

The range for most AM stations is
greater than for FM, especially at
night. The longer range can cause
station frequencies to interfere with
each other. Static can occur when
things like storms and power lines
interfere with radio reception. When
this happens, try reducing the treble
on the radio.
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Viewing a Previous or Next
Picture

From the picture screen, touch S or
T to view the previous or next
picture.

Rotating a Picture

From the picture screen, touch W to
rotate the picture.

Enlarging a Picture

From the picture screen, touch T to
enlarge the picture.

Using the USB Picture Menu

1. From the picture screen,
touch Menu.

2. Touch the desired menu.

Slide Show Time: Select
the slide show interval.

Clock/Temp Display: To
display the clock and
temperature on the full
screen, select On or Off.

Display Settings: Adjust the
brightness and contrast.

3. After the setting is complete,

touch O.

Auxiliary Devices

The AUX port is in the center
console. The infotainment system
can play auxiliary music connected
by the auxiliary device.

Playing Music from an
Auxiliary Device

Connect the auxiliary device
containing the music source to the
AUX port. Once connected with the
infotainment system, music can be
played from the device.

If the auxiliary device is already
connected, touch T, Audio,

Source, then AUX to play music
from the auxiliary device.

Use an AUX cable with a
3.5 mm (1/8 in) type connector.

Tone Settings

From the AUX screen, touch Tone.
See Tone Settings under AM-FM
Radio previously in this section.

Bluetooth Audio

Bluetooth Music

If equipped, music may be played
from a paired Bluetooth device.
Refer to the Phone section for help
pairing a device.

Before Playing Bluetooth Music

The paired bluetooth device
must support Bluetooth profiles:
A2DP or AVRCP.

Bluetooth music may not be
supported depending on the
mobile phone or Bluetooth
device.

From the mobile phone or
Bluetooth device, find the
Bluetooth device type to set/
connect the item.

A j will appear on the screen to
indicate a successful Audio
Bluetooth connection.

The sound played by the
Bluetooth device is delivered
through the infotainment system.
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OnStar System
OnStar with 4G LTE

4G.re

If equipped with OnStar 4G LTE, up
to seven devices, such as
smartphones, tablets, and laptops,
can be connected to high-speed
Internet through the vehicle s built-in
Wi-Fi hotspot.

Call 1-888-4-ONSTAR
(1-888-466-7827) to connect to an
OnStar Advisor for assistance. See
www.onstar.com for a detailed
instruction guide, vehicle availability,
details, and system limitations.

Services and apps vary by make,
model, year, carrier, availability, and
conditions. 4G LTE service is
available in select markets. 4G LTE
performance is based on industry
averages and vehicle systems
design. Some services require a
data plan.

Phone

Bluetooth

Bluetooth Wireless Technology

Bluetooth wireless technology
establishes a wireless link between
two devices supported with
Bluetooth. After the initial pairing,
the two devices can connect
automatically when turned on.
Bluetooth allows wireless
transmission of information among
Bluetooth phones, PDASs, or other
devices within close range by using
2.45 GHz frequency short-distance
wireless telecommunication
technologies. Within this vehicle,
users can make hands-free calls,
transmit hands-free data, and play
audio streaming files by connecting
a mobile phone with the system.

There may be restrictions on
using Bluetooth wireless
technology in some locations.
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Projection on the Home Page will
change to Android Auto or Apple
CarPlay depending on the phone.
Android Auto and/or Apple CarPlay
may automatically launch upon USB
connection. If not, touch the Android
Auto and/or Apple CarPlay icon on
the Home Page to launch.

Press { on the center stack to
return to the Home Page.

For further information on how to set
up Android Auto and Apple CarPlay
in the vehicle, see
www.my.chevrolet.com or see
Customer Assistance Offices 0 335.

Android Auto is provided by Google
and is subject to Google s terms
and privacy policy. Apple CarPlay is
provided by Apple and is subject to
Apple s terms and privacy policy.
Data plan rates apply. For Android
Auto support see https://
support.google.com/androidauto.
For Apple CarPlay support see
www.apple.com/ios/carplay/. Apple
or Google may change or suspend
availability at any time. Android
Auto, Android, Google, Google Play,

and other marks are trademarks of
Google Inc.; Apple CarPlay is a
trademark of Apple Inc.

Hands-Free Phone

Making a Call by Entering the
Phone Number

1. Touch T.
2. Touch Phone.

3. Enter the phone number using
the keypad on the Phone
screen.

4. Touch 5 on the display to call
the phone number.
If the wrong number is entered,
touch Z to delete the entered
number one digit at a time. Or touch
and hold Z to delete all entered
numbers.

Switching a Call to the Mobile
Phone (Private Mode)

1. To switch the call to the mobile
phone instead of the Bluetooth

hands-free, touch O.

2. To switch the call back to the
Bluetooth hands-free, touch O
again.

Switching the Microphone
On/Off

Switch the microphone on/off by
touching 3.

Calling by Re-Dial
Touch 5 on the display.

Taking Calls

1. When a phone call comes
through the Bluetooth
connected mobile phone, the
playing track will be cut off and
the phone will ring with the
relevant information displayed.

2. To talk on the phone, press J
on the steering wheel control or

touch 5 on the display.

To reject the call, press € on
the steering wheel control or

touch < on the display.
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Settings

Operation of the Settings Menu
The infotainment system can be
customized to make it easier to use.
1. Touch T.
2. Touch Settings.

3. Touch the desired menu to
select the item or to display the
item s detailed menu.

4. Touch @ to return to the
previous menu.
Settings menus and functions may
vary depending on vehicle options.
Radio Settings

1. Touch T.

2. Touch Settings, then touch
Radio Settings.

Auto Volume: Volume will
be automatically controlled.
See Auto Volume under
AM-FM Radio previously
in this section.

Maximum Start-up volume:
Set the Maximum start-up
volume from 13 to 37.

Audio Cues: Set the Audio
Cues feature to On or Off.

Audio Cues Volume: Set
the Audio Cues Volume
from 10 to 63.

Audio Cues Volume is only available
when Audio Cues is set to On.

Devices

1. Touch T.

2. Touch Settings, then touch
Devices.

3. Select the desired device and
connect/disconnect or delete.

To add a new Bluetooth device,
touch Add Device.

Bluetooth Phone
1. Touch T.

2. Touch Settings, then Bluetooth

Phone and touch Y to scroll to
the desired mobile phone. This
is only available when the
device is connected.

My Number: Displays the
current connected phone
number.

Privacy: Set whether or not
incoming call alerts are
shown on the infotainment
display.

Sort Contacts: Set to First
name, surname or
Surname, first name.

Resync Device Contacts:
Resync the contacts list for
the current connected
mobile phone.

Apple CarPlay

1.
2.

Touch T.

Touch Settings and find Apple
CarPlay.

Select On or Off.
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Air Conditioning Regular
Operation

To ensure continuous efficient
performance, operate the air
conditioning for a few minutes once
a month. The air conditioning will
not operate if the outside
temperature is too low.

{ Warning

Performing service work to the
climate control system could
cause personal injury or damage
to the vehicle. Climate control
systems are serviced by qualified

personnel only.

Caution

Damage caused by improper
refrigerant usage could lead to
costly repairs and may not be
covered by the vehicle warranty.
Refrigerant systems should only
be serviced by qualified
personnel. Always use the correct
refrigerant.

Service

All vehicles have a label underhood
that identifies the refrigerant used in
the vehicle. The refrigerant system
should only be serviced by trained
and certified technicians. The air
conditioning evaporator should
never be repaired or replaced by
one from a salvage vehicle.

It should only be replaced by a new
evaporator to ensure proper and
safe operation.

During service, all refrigerants
should be reclaimed with proper
equipment. Venting refrigerants
directly to the atmosphere is harmful
to the environment and may also
create unsafe conditions based on
inhalation, combustion, frostbite,

or other health-based concerns.

The air conditioning system requires
periodic maintenance. See
Maintenance Schedule 0 323.
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Driving Information

Distracted Driving

Distraction comes in many forms
and can take your focus from the
task of driving. Exercise good
judgment and do not let other
activities divert your attention away
from the road. Many local
governments have enacted laws
regarding driver distraction. Become
familiar with the local laws in

your area.

To avoid distracted driving, keep
your eyes on the road, keep your
hands on the steering wheel, and
focus your attention on driving.

Do not use a mobile phone in
demanding driving situations.
Use a hands-free method to
place or receive necessary
phone calls.

Watch the road. Do not read,
take notes, or look up
information on mobile phones or
other electronic devices.

Designate a front seat
passenger to handle potential
distractions.

Become familiar with vehicle
features before driving, such as
programming favorite radio
stations and adjusting climate
control and seat settings.
Program all trip information into
any navigation device prior to
driving.

Wait until the vehicle is parked
to retrieve items that have fallen
to the floor.

Stop or park the vehicle to tend
to children.

Keep pets in an appropriate
carrier or restraint.

Avoid stressful conversations
while driving, whether with a
passenger or on a mobile
phone.

{ Warning

Taking your eyes off the road too
long or too often could cause a
crash resulting in injury or death.
Focus your attention on driving.

Refer to the Infotainment section for
more information on using that
system, including pairing and using
a mobile phone.

Defensive Driving

Defensive driving means always
expect the unexpected. The first
step in driving defensively is to wear
the seat belt.

Assume that other road users
(pedestrians, bicyclists, and
other drivers) are going to be
careless and make mistakes.
Anticipate what they might do
and be ready.

Allow enough following distance
between you and the driver in
front of you.

Focus on the task of driving.
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Drunk Driving

Death and injury associated with
drinking and driving is a global
tragedy.

{ Warning

Drinking and then driving is very
dangerous. Your reflexes,
perceptions, attentiveness, and
judgment can be affected by even
a small amount of alcohol. You
can have a serious  or even
fatal  collision if you drive after
drinking.

Do not drink and drive or ride with
a driver who has been drinking.
Ride home in a cab; or if you are
with a group, designate a driver
who will not drink.

Control of a Vehicle

Braking, steering, and accelerating
are important factors in helping to
control a vehicle while driving.

Braking

Braking action involves perception
time and reaction time. Deciding to
push the brake pedal is perception
time. Actually doing it is

reaction time.

Average driver reaction time is
about three-quarters of a second. In
that time, a vehicle moving at

100 km/h (60 mph) travels 20 m

(66 ft), which could be a lot of
distance in an emergency.

Helpful braking tips to keep in mind
include:

Keep enough distance between
you and the vehicle in front
of you.

Avoid needless heavy braking.
Keep pace with traffic.

Steering

Electric Power Steering

The vehicle has electric power
steering. It does not have power
steering fluid. Regular maintenance
is not required.

If power steering assist is lost due
to a system malfunction, the vehicle
can be steered, but may require
increased effort.

If the steering assist is used for an
extended period of time while the
vehicle is not moving, power assist
may be reduced.

If the steering wheel is turned until it
reaches the end of its travel and is
held against that position for an
extended period of time, power
steering assist may be reduced.

Normal use of the power steering
assist should return when the
system cools down.

See your dealer if there is a
problem.

Curve Tips

Take curves at a reasonable
speed.

Reduce speed before entering a
curve.

Maintain a reasonable steady
speed through the curve.
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Wait until the vehicle is out of
the curve before accelerating
gently into the straightaway.

Steering in Emergencies

There are some situations when
steering around a problem may
be more effective than braking.

Holding both sides of the
steering wheel allows you to turn
180 degrees without removing

a hand.

The Antilock Brake System
(ABS) allows steering while
braking.

Off-Road Recovery

The vehicle’s right wheels can drop
off the edge of a road onto the
shoulder while driving. Follow
these tips:

1. Ease off the accelerator and
then, if there is nothing in the
way, steer the vehicle so that it
straddles the edge of the
pavement.

2. Turn the steering wheel about
one-eighth of a turn, until the
right front tire contacts the
pavement edge.

3. Turn the steering wheel to go
straight down the roadway.

Loss of Control
Skidding

There are three types of skids that
correspond to the vehicle’s three
control systems:

Braking Skid
rolling.

wheels are not

Steering or Cornering Skid

too much speed or steering in a
curve causes tires to slip and
lose cornering force.

Acceleration Skid  too much
throttle causes the driving
wheels to spin.

Defensive drivers avoid most skids
by taking reasonable care suited to
existing conditions, and by not
overdriving those conditions. But
skids are always possible.

If the vehicle starts to slide, follow
these suggestions:
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Ease your foot off the
accelerator pedal and steer the
way you want the vehicle to go.
The vehicle may straighten out.
Be ready for a second skid if it
occurs.

Slow down and adjust your
driving according to weather
conditions. Stopping distance
can be longer and vehicle
control can be affected when
traction is reduced by water,
snow, ice, gravel, or other
material on the road. Learn to
recognize warning clues  such
as enough water, ice, or packed
snow on the road to make a
mirrored surface  and slow
down when you have any doubt.

Try to avoid sudden steering,
acceleration, or braking,
including reducing vehicle speed
by shifting to a lower gear. Any
sudden changes could cause
the tires to slide.

Remember: Antilock brakes help
avoid only the braking skid.

Driving on Wet Roads

Rain and wet roads can reduce
vehicle traction and affect your
ability to stop and accelerate.
Always drive slower in these types
of driving conditions and avoid
driving through large puddles and
deep-standing or flowing water.

{ Warning

Wet brakes can cause crashes.
They might not work as well in a
quick stop and could cause
pulling to one side. You could
lose control of the vehicle.

After driving through a large
puddle of water or a car/vehicle
wash, lightly apply the brake
pedal until the brakes work
normally.

Flowing or rushing water creates
strong forces. Driving through
flowing water could cause the
vehicle to be carried away. If this
happens, you and other vehicle

(Continued)

Warning (Continued)

occupants could drown. Do not
ignore police warnings and be
very cautious about trying to drive
through flowing water.

Hydroplaning

Hydroplaning is dangerous. Water
can build up under the vehicle's
tires so they actually ride on the
water. This can happen if the road is
wet enough and you are going fast
enough. When the vehicle is
hydroplaning, it has little or no
contact with the road.

There is no hard and fast rule about
hydroplaning. The best advice is to
slow down when the road is wet.

Other Rainy Weather Tips

Besides slowing down, other wet
weather driving tips include:

Allow extra following distance.
Pass with caution.
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clear roads in shaded areas.
The surface of a curve or an
overpass can remain icy when
the surrounding roads are clear.
Avoid sudden steering
maneuvers and braking while
on ice.

Turn off cruise control.

Blizzard Conditions

Being stuck in snow can be a
serious situation. Stay with the
vehicle unless there is help nearby.
If possible, use Roadside
Assistance. See Roadside
Assistance Program 0 337. To get
help and keep everyone in the
vehicle safe:

Turn on the hazard warning
flashers.

Tie a red cloth to an outside
mirror.

To save energy, run the vehicle for
only short periods as needed to
warm the vehicle and then shut the
vehicle off and partially close the
window. Moving about to keep warm
also helps.

If the Vehicle Is Stuck

Slowly and cautiously spin the
wheels to free the vehicle when
stuck in sand, mud, ice, or snow.

The Traction Control System (TCS)
must be turned off by pressing the
TCS/ESC button. Traction control is
not completely off, but will only
engage if the maneuver can cause
damage to the electric drive unit.

{ Warning

If the vehicle’s tires spin at high
speed, they can explode, and you
or others could be injured. The
vehicle can overheat, causing an
underhood compartment fire or
other damage. Spin the wheels as
little as possible and avoid going
above 56 km/h (35 mph).

Rocking the Vehicle to Get
it Out

Turn the steering wheel left and
right to clear the area around the
front wheels. Turn off TCS. Shift
back and forth between R (Reverse)
and a low forward gear, spinning the
wheels as little as possible. To
prevent electric drive unit wear, wait
until the wheels stop spinning
before shifting gears. Release the
accelerator pedal while shifting, and
press lightly on the accelerator
pedal when the electric drive unit is
in gear. Slowly spinning the wheels
in the forward and reverse
directions causes a rocking motion
that could free the vehicle. If that
does not get the vehicle out after a
few tries, it might need to be towed
out. See Towing the Vehicle 0 309.

Vehicle Load Limits

It is very important to know how
much weight the vehicle can
carry. This weight is called the
vehicle capacity weight and
includes the weight of all
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Warning (Continued)

Do not leave a seat
folded down unless
needed.

Starting and
Operating

New Vehicle Break-In

Caution

Avoid making hard stops for the
first 322 km (200 mi). During this
time the new brake linings are not
yet broken in. Hard stops with
new linings can mean premature
wear and earlier replacement.
Follow this breaking-in guideline
every time you get new brake
linings. Following break-in,
vehicle speed and load can be
gradually increased.

Power Button

The vehicle has an electronic
pushbutton start.

The Remote Keyless Entry (RKE)
transmitter must be in the vehicle for
the system to operate. If the vehicle
will not start, place the RKE
transmitter in the transmitter pocket,
inside the center console.

ON/RUN : This position is for
starting and driving. With the vehicle
off, and the brake pedal applied,
pressing POWER O once will place
the vehicle in ON/RUN. When the
vehicle ready light is on in the
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Stopping Procedure

For information on how to turn the
vehicle off, see Power Button 0 205.

Retained Accessory
Power (RAP)

The following features will operate
for up to 10 minutes or until the
driver door is opened:

Audio System
Accessory Power Outlets
Power Windows

Shifting Into Park
To shift into P (Park):

1. Hold the brake pedal down and
set the parking brake. See
Electric Parking Brake 0 215.

2. Press the button on top of the
shift lever to shift into P (Park).
See Electric Drive Unit 0 210.

3. The P indicator on the shift
lever will turn red when the
vehicle is in P (Park).

4. Turn the vehicle off.

Leaving the Vehicle with the
Propulsion System On

{ Warning

It is dangerous to get out of the
vehicle if the P (Park) button is
not pressed with the parking

brake set. The vehicle can roll.

Do not leave the vehicle when the
propulsion system is running.

If you have left the propulsion
system running, the vehicle can
move suddenly. You or others
could be injured. To be sure the
vehicle will not move, even when
you are on fairly level ground,
always set the parking brake and
press the P (Park) button.

If the vehicle must be left with the
propulsion system on, be sure that
the vehicle is in P (Park) with the
parking brake set, before leaving
the vehicle. After pressing the

P (Park) button, hold down the
regular brake pedal. If you cannot

see the P (Park) indicator in
instrument cluster, it means that the
vehicle has not shifted to P (Park).

Shifting out of Park

To shift out of P (Park), the vehicle
must be on, the brake pedal must
be applied, and the charge cord
must be unplugged.

=1 R

™\ =

This vehicle is equipped with an
electric drive unit. The shift lock
release button is designed to
prevent inadvertent shifting out of
P (Park) unless the ignition is on,
the brake pedal is applied, and the
shift lock release button is pressed.
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Electric Vehicle
Operating Modes

Driver Selected Operating
Modes

Sport Mode

Sport Mode provides more
responsive acceleration than
Normal Mode, but can reduce
efficiency. When the SPORT
indicator is not on, the vehicle is in
Normal Mode.

Press SPORT to select Sport Mode.

Press SPORT again to return to
Normal Mode.

An indicator will display in the
instrument cluster.

Each time the vehicle is started, it
will return to Normal Mode.

Sport Mode may be unavailable if
the battery charge is too low.

Electric Drive Unit

The vehicle uses an electric drive
unit. The shift lever always starts
from a center position. An amber
dot is displayed on the shift pattern.
After releasing the shift lever, it will
return to the center position.

P : This position locks the front
wheels. It is the best position to use
when starting the propulsion system
because the vehicle cannot move
easily.
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One-Pedal Driving

With One-Pedal Driving, the
accelerator pedal can be used to
control the deceleration of the
vehicle down to a complete stop.

Completely lifting off the accelerator
pedal will result in aggressive
deceleration. Slowly lifting off the
accelerator pedal will allow the
deceleration of the vehicle to be
adjusted as desired.

To use One-Pedal Driving, place the
vehicle in L (Low). Press the
accelerator pedal to the desired
speed. The deceleration provided by
One-Pedal Driving provides full
regenerative braking and helps
increase energy efficiency. The
brake lamps may come on when the
accelerator pedal is released or
during substantial deceleration from
regenerative braking.

While operating in One-Pedal
Driving, the electric parking brake
may apply in some circumstances.
This can occur when:

Driving on slopes.
The driver s door is open.

The vehicle has remained
stationary for 5 minutes.

There is a problem with the
propulsion system.

To drive again, depress the
accelerator pedal, and the electric
parking brake will automatically
disengage.

One-Pedal Driving may shift the car
into P (Park) if the vehicle is pushed
once it has been stopped or if a
problem with the propulsion system
develops.

Brakes

Antilock Brake
System (ABS)

This vehicle has an Antilock Brake
System (ABS), an advanced
electronic braking system that helps
prevent a braking skid.

When propulsion is active and the
vehicle begins to drive away, ABS
checks itself. A momentary motor or
clicking noise might be heard while
this test is going on, and it might
even be noticed that the brake
pedal moves a little. This is normal.

&)

If there is a problem with ABS, this

warning light stays on. See Antilock
Brake System (ABS) Warning Light
0 128.
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If driving safely on a wet road and it
becomes necessary to slam on the
brakes and continue braking to
avoid a sudden obstacle, a
computer senses that the wheels
are slowing down. If one of the
wheels is about to stop rolling, the
computer will separately work the
brakes at each wheel.

ABS can change the brake pressure
to each wheel, as required, faster
than any driver could. This can help
the driver steer around the obstacle
while braking hard.

As the brakes are applied, the
computer keeps receiving updates
on wheel speed and controls
braking pressure accordingly.

Remember: ABS does not change
the time needed to get a foot up to
the brake pedal or always decrease
stopping distance. If you get too
close to the vehicle in front of you,
there will not be enough time to
apply the brakes if that vehicle
suddenly slows or stops. Always
leave enough room up ahead to
stop, even with ABS.

Using ABS

Do not pump the brakes. Just hold
the brake pedal down firmly and let
ABS work. You might hear the ABS
pump or motor operating and feel
the brake pedal pulsate, but this is
normal.

Braking in Emergencies

ABS allows the driver to steer and
brake at the same time. In many
emergencies, steering can help
more than even the very best
braking.

Electric Parking Brake

The vehicle has an Electric Parking
Brake (EPB). The EPB can always
be activated, even if the vehicle

is off.

The system has a red parking brake
status light and an amber parking
brake warning light.

There are also parking brake-related
Driver Information Center (DIC)
messages.

In case of insufficient electrical
power, the EPB cannot be applied
or released.

Before leaving the vehicle, check
the red parking brake status light to
ensure that the parking brake is
applied.

EPB Apply
To apply the EPB:

1. Be sure the vehicle is at a
complete stop.

2. Pull the EPB switch
momentarily.

The red parking brake status light
will flash and then stay on once the
EPB is fully applied. If the red
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parking brake status light flashes
continuously, then the EPB is only
partially applied or there is a
problem with the EPB. A DIC
message will display. Release the
EPB and try to apply it again. If the
light does not come on, or keeps
flashing, have the vehicle serviced.
Do not drive the vehicle if the red
parking brake status light is flashing.
See your dealer.

If the amber parking brake warning
light is on, lift up on the EPB switch
and hold it up. Continue to hold the
switch until the red parking brake
status light remains on. If the amber
parking brake warning light is still
on, see your dealer.

If the EPB is applied while the
vehicle is moving, the vehicle will
decelerate as long as the switch is
held up. If the switch is held up until
the vehicle comes to a stop, the
EPB will remain applied.

The vehicle may automatically apply
the EPB in some situations when
the vehicle is not moving. This is

normal, and is done to periodically
check the correct operation of the
EPB system.

If the EPB fails to apply, block the
rear wheels to prevent vehicle
movement.

EPB Release
To release the EPB:

1. Press POWER O to start the
vehicle.

2. Apply and hold the brake
pedal.

3. Press momentarily on the EPB
switch.

The EPB is released when the red
parking brake status light is off.

If the amber parking brake warning
light is on, release the EPB by
pressing down on the EPB switch
and holding it down. Continue to
hold the switch until the red parking
brake status light is off. If either light
stays on after release is attempted,
see your dealer.

Caution

Driving with the parking brake on
can overheat the brake system
and cause premature wear or
damage to brake system parts.
Make sure that the parking brake
is fully released and the brake
warning light is off before driving.

Automatic EPB Release

The EPB will automatically release if
the vehicle is running, placed into
gear, and an attempt is made to
drive away. Avoid rapid acceleration
when the EPB is applied, to
preserve parking brake lining life.

Brake Assist

The Brake Assist feature is
designed to assist the driver in
stopping or decreasing vehicle
speed in emergency driving
conditions. This feature uses the
stability system hydraulic brake
control module to supplement the
power brake system under
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conditions where the driver has
quickly and forcefully applied the
brake pedal in an attempt to quickly
stop or slow down the vehicle. The
stability system hydraulic brake
control module increases brake
pressure at each corner of the
vehicle until the ABS activates.
Minor brake pedal pulsation or
pedal movement during this time is
normal and the driver should
continue to apply the brake pedal as
the driving situation dictates. The
Brake Assist feature will
automatically disengage when the
brake pedal is released or brake
pedal pressure is quickly
decreased.

Hill Start Assist (HSA)

The Hill Start Assist (HSA) feature
will activate when the vehicle is
stopped on a moderate to steep
grade to help prevent it from rolling
in an unintended direction. After the
brake pedal has been released and
before the accelerator pedal has
been pressed, HSA uses braking

pressure to hold the vehicle
stationary. If HSA is holding the
vehicle, a DIC message displays.

HSA will not activate in a forward
drive gear when facing downhill,

or in R (Reverse) when facing uphill.

Regenerative Braking

Some braking energy from the
moving vehicle is turned back into
electrical energy. This energy is
then stored back into the high
voltage battery system, increasing
energy efficiency.

Regen on Demand

Regen on Demand allows increased
deceleration by pressing and
holding the steering wheel paddle.

It works in D (Drive) and L (Low).
The accelerator pedal can be used
to manage deceleration while using
Regen on Demand.

Cruise control will turn off and the
brake lamps may come on when
this feature is activated.

If the vehicle is in D (Drive) and is
brought to a complete stop while the
Regen on Demand paddle is held,
the vehicle will not creep forward
when the paddle is released. The
accelerator pedal must be pressed
to move the vehicle forward. See
One-Pedal Driving under Electric
Drive Unit 0 210.

If the vehicle is on a steep grade,
the brake pedal must be used to
hold the vehicle.
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Rear Cross Traffic Alert (RCTA)

If equipped, when the vehicle is
shifted into R (Reverse), RCTA uses
a red warning triangle with a left or
right pointing arrow on the
infotainment display to warn of
traffic coming from the left or right.
This system detects objects coming
from up to 20 m (65 ft) from the left
or right side of the vehicle. When an
object is detected, three beeps
sound from the left or right,
depending on the direction of the
detected vehicle.

Assistance Systems for
Driving

If equipped, when driving the
vehicle in a forward gear, Forward
Collision Alert (FCA), Lane
Departure Warning (LDW), Lane
Keep Assist (LKA), Side Blind Zone
Alert (SBZA), Lane Change Alert
(LCA), Forward Automatic Braking
(FAB), and/or the Front Pedestrian
Braking (FPB) System can help to
avoid a crash or reduce crash
damage.

Forward Collision Alert
(FCA) System

If equipped, the FCA system may
help to avoid or reduce the harm
caused by front-end crashes. When
approaching a vehicle ahead too
quickly, FCA provides a red flashing
alert on the windshield and rapidly
beeps. FCA also lights an amber
visual alert if following another
vehicle much too closely. FCA
detects vehicles within a distance of
approximately 60 m (197 ft) and
operates at speeds above

8 km/h (5 mph).

{ Warning

FCA is a warning system and
does not apply the brakes. When
approaching a slower-moving or
stopped vehicle ahead too rapidly,
or when following a vehicle too
closely, FCA may not provide a
warning with enough time to help
avoid a crash. It also may not
provide any warning at all. FCA

(Continued)

Warning (Continued)

does not warn of pedestrians,
animals, signs, guardrails,
bridges, construction barrels,

or other objects. Be ready to take
action and apply the brakes.

Detecting the Vehicle Ahead

=

FCA warnings will not occur unless
the FCA system detects a vehicle
ahead. When a vehicle is detected,
the vehicle ahead indicator will
display green. Vehicles may not be
detected on curves, highway exit
ramps, or hills, due to poor visibility;
or if a vehicle ahead is partially
blocked by pedestrians or other
objects. FCA will not detect another
vehicle ahead until it is completely
in the driving lane.
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vehicles, or shadows. These alerts
are normal operation and the
vehicle does not need service.

Cleaning the System

If the FCA system does not seem to
operate properly, this may correct
the issue:

Clean the outside of the
windshield in front of the
rearview mirror.

Clean the entire front of the
vehicle.

Clean the headlamps.

Forward Automatic
Braking (FAB)

If the vehicle has Forward Collision
Alert (FCA), it also has FAB, which
includes Intelligent Brake

Assist (IBA). When the system
detects a vehicle ahead in your path
that is traveling in the same
direction that you may be about to
crash into, it can provide a boost to
braking or automatically brake the
vehicle. This can help avoid or
lessen the severity of crashes when

driving in a forward gear. Depending
on the situation, the vehicle may
automatically brake moderately or
hard. This forward automatic
braking can only occur if a vehicle is
detected. This is shown by the FCA
vehicle ahead indicator being lit.
See Forward Collision Alert (FCA)
System 0 227.

The system works when driving in a
forward gear between 8 km/h

(5 mph) and 80 km/h (50 mph).

It can detect vehicles up to
approximately 60 m (197 ft).

{ Warning

FAB is an emergency crash
preparation feature and is not
designed to avoid crashes. Do
not rely on FAB to brake the
vehicle. FAB will not brake
outside of its operating speed
range and only responds to
detected vehicles.

FAB may not:

(Continued)

Warning (Continued)

Detect a vehicle ahead on
winding or hilly roads.

Detect all vehicles,
especially vehicles with a
trailer, tractors, muddy
vehicles, etc.

Detect a vehicle when
weather limits visibility, such
as in fog, rain, or snow.

Detect a vehicle ahead if it
is partially blocked by
pedestrians or other objects.

Complete attention is always
required while driving, and you
should be ready to take action
and apply the brakes and/or steer
the vehicle to avoid crashes.

FAB may slow the vehicle to a
complete stop to try to avoid a
potential crash. If this happens, FAB
may engage the Electric Parking
Brake (EPB) to hold the vehicle at a
stop. Release the EPB or firmly
press the accelerator pedal.
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Automatic Braking

If FPB detects it is about to crash
into a pedestrian directly ahead, and
the brakes have not been applied,
FPB may automatically brake
moderately or brake hard. This can
help to avoid some very low speed
pedestrian crashes or reduce
pedestrian injury. FPB can
automatically brake to detected
pedestrians between 8 km/h (5 mph)
and 80 km/h (50 mph). Automatic
braking levels may be reduced
under certain conditions, such as
higher speeds.

If this happens, Automatic Braking
may engage the Electric Parking
Brake (EPB) to hold the vehicle at a
stop. Release the EPB. A firm press
of the accelerator pedal will also
release Automatic Braking and

the EPB.

{ Warning

FPB may alert or automatically
brake the vehicle suddenly in
situations where it is unexpected
and undesired. It could falsely
alert or brake for objects similar in
shape or size to pedestrians,
including shadows. This is normal
operation and the vehicle does
not need service. To override
Automatic Braking, firmly press
the accelerator pedal, if it is safe

to do so.

Automatic Braking can be disabled
through vehicle personalization. See
Front Pedestrian Detection in
Collision/Detection Systems under
Vehicle Personalization 0 146.

Cleaning the System

If FPB does not seem to operate
properly, cleaning the outside of the
windshield in front of the rearview
mirror may correct the issue.

Side Blind Zone
Alert (SBZA)

If equipped, the SBZA system is a
lane-changing aid that assists
drivers with avoiding crashes that
occur with moving vehicles in the
side blind zone (or spot) areas.
When the vehicle is in a forward
gear, the left or right side mirror
display will light up if a moving
vehicle is detected in that blind
zone. If the turn signal is activated
and a vehicle is also detected on
the same side, the display will flash
as an extra warning not to change
lanes. Since this system is part of
the Lane Change Alert (LCA)
system, read the entire LCA section
before using this feature.

Lane Change Alert (LCA)

If equipped, the LCA system is a
lane-changing aid that assists
drivers with avoiding lane change
crashes that occur with moving
vehicles in the side blind zone (or
spot) areas or with vehicles rapidly
approaching these areas from
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or rapidly approaching that zone.

If the turn signal is activated in the
same direction as a detected
vehicle, this display will flash as an
extra warning not to change lanes.

LCA can be disabled through
vehicle personalization. See
Collision/Detection Systems under
Vehicle Personalization 0 146.

If LCA is disabled by the driver, the
LCA mirror displays will not light up.

When the System Does Not
Seem to Work Properly

The LCA system requires some
driving for the system to calibrate to
maximum performance. This
calibration may occur more quickly if
the vehicle is driven on a straight
highway road with traffic and
roadside objects (e.g., guardrails,
barriers).

LCA displays may not come on
when passing a vehicle quickly or
for a stopped vehicle. LCA may alert
to objects attached to the vehicle,
such as a bicycle, or object
extending out to either side of the
vehicle. Attached objects may also

interfere with the detection of
vehicles. This is normal system
operation; the vehicle does not need
service.

LCA may not always alert the driver
to vehicles in the next lane over,
especially in wet conditions or when
driving on sharp curves. The system
does not need to be serviced. The
system may light up due to
guardrails, signs, trees, shrubs, and
other non-moving objects. This is
normal system operation; the
vehicle does not need service.

LCA may not operate when the LCA
sensors in the left or right corners of
the rear bumper are covered with
mud, dirt, snow, ice, or slush, or in
heavy rainstorms. For cleaning
instructions, see "Washing the
Vehicle" under Exterior Care 0 313.
If the DIC still displays the system
unavailable message after cleaning
both sides of the vehicle toward the
rear corners of the vehicle, see your
dealer.

If the LCA displays do not light up
when moving vehicles are in the
side blind zone or rapidly

approaching this zone and the
system is clean, the system may
need service. Take the vehicle to
your dealer.

Lane Departure
Warning (LDW)

If equipped, LDW may help avoid
crashes due to unintentional lane
departures. It may provide a
warning if the vehicle is crossing a
detected lane marking without using
a turn signal in the lane departure
direction. Since this system is part
of the Lane Keep Assist (LKA)
system, read the entire LKA section
before using this feature.

Lane Keep Assist (LKA)

If equipped, LKA may help avoid
crashes due to unintentional lane
departures. It may assist by gently
turning the steering wheel if the
vehicle approaches a detected lane
marking without using a turn signal
in that direction. It may also provide
a Lane Departure Warning (LDW)
system alert as the lane marking is
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End Charge Delayed Charging Charging Status
1. Wait until the charging process Override Feedback
has been fully stopped, the . .
vehicle plug is unlocked, and To temporarily override a delayed
the Charging Status Indicator is | Ccharge event, unplug the charge
solid green or off. cord from thg charge port and then
i plug it back in within five seconds. - U
If the vehicle plug does not ‘ " |

unlock from the vehicle charge
port after a charge, contact
Roadside Assistance for
assistance. See Roadside
Assistance Program 0 337.

2. Unplug the DC vehicle plug
from the DC charge port on the
vehicle and close the dust
cover.

3. Close the charge port door by
pressing firmly in the center
until it latches.

4. The Electric Parking Brake
should be manually
disengaged before driving the
vehicle.

5. To start another DC charge,
remove the DC vehicle plug
and reconnect.

A single audible chirp will sound

and charging will begin immediately.

To cancel a temporary override,
unplug the charge cord, wait for
10 seconds, and then plug the
charge cord back in. A double
audible chirp will sound and
charging will be delayed.

See Programmable Charging 0 132
for advanced charge scheduling
options.

The vehicle has a Charging Status
Indicator (CSI) at the center of the
instrument panel near the
windshield. When the vehicle is
plugged in and vehicle power is off,
the CSl indicates the following:

Short Flashing Green  Vehicle
is plugged in. Battery is not fully
charged. Flash rate increases
from one to four flashes as
battery charges.

One Flash: 0 25% Charge
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ELA'

y o

Securely mount the charge
cord on to the screws.

Connect the wall plug to the
electrical outlet.

Connect the vehicle plug to the
charge port.

Lock Feature

A lock can be added to the vehicle
plug for additional security.

FCC Information

See Radio Frequency Statement
0 343.

Utility Interruption of
Charging

This vehicle will respond to requests
through the utility company to limit
or completely block electrical power
grid usage. This feature is inactive
during DC charging. A utility
interruption of charging will lengthen
the vehicle charge time.

When electrical grid power is
completely blocked, the vehicle will
delay charging until the utility
interruption has expired. The vehicle
should be left plugged in so that the
vehicle can automatically begin
charging.

Changing the charge mode to
Immediate or performing a delayed
charging override will not disable a
utility interruption.

A pop-up will appear in the
infotainment display while starting
the vehicle following any utility
interruption. See Charging
Interrupted or Overridden Pop-Up
under Programmable Charging

0 132.

A message will display on the
instrument cluster indicating that a
utility interruption has occurred.
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Charging Station
Troubleshooting

If the vehicle does not charge after
being plugged in to a residential
240-volt charging station:

1. Verify that the charge mode is
set to Immediate.

2. Verify that the charging
station s circuit breaker has not
been tripped.

3. Plug the portable charge cord
into the wall outlet, verify that
the indicator light on the charge
cord is solid green, and
connect it to the vehicle. See

Charge Cord Status
Indicators in Charge Cord
0 246.

4. |If the vehicle charges with the
portable charge cord, there
may be a problem with the
charging station. Try to charge
the vehicle with a different
240-volt charging station, such
as a public station. If both
attempts charge the vehicle,
contact the charging station
manufacturer.

Electrical Requirements
for Battery Charging

This vehicle is capable of being
charged with most standard vehicle
charging equipment that complies
with one or more of the following:

SAE J1772
SAE J2847-2
IEC 61851-1
IEC 61851-22
IEC 61851-23
IEC 61851-24
IEC 62196-1
IEC 62196-2
IEC 62196-3
ISO 15118

The portable charge cord requires a
minimum circuit capacity of
120 volts and 15 amps.

Caution

Do not use portable or stationary
backup generating equipment to
charge the vehicle. This may
cause damage to the vehicle's
charging system. Only charge the
vehicle from utility supplied
power.
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California Perchlorate
Materials Requirements

Certain types of automotive
applications, such as airbag
initiators, seat belt pretensioners,
and lithium batteries contained in
Remote Keyless Entry transmitters,
may contain perchlorate materials.
Special handling may be necessary.
For additional information, see
www.dtsc.ca.gov/hazardouswaste/
perchlorate.

Accessories and
Modifications

Adding non-dealer accessories or
making modifications to the vehicle
can affect vehicle performance and
safety, including such things as
airbags, braking, stability, ride and
handling, emissions systems,
aerodynamics, durability, and
electronic systems like antilock
brakes, traction control, and stability
control. These accessories or
modifications could even cause
malfunction or damage not covered
by the vehicle warranty.

Damage to suspension components
caused by modifying vehicle height
outside of factory settings will not be
covered by the vehicle warranty.

Damage to vehicle components
resulting from modifications or the
installation or use of non-GM
certified parts, including control
module or software modifications, is
not covered under the terms of the
vehicle warranty and may affect
remaining warranty coverage for
affected parts.

GM Accessories are designed to
complement and function with other
systems on the vehicle. See your
dealer to accessorize the vehicle
using genuine GM Accessories
installed by a dealer technician.

Also, see Adding Equipment to the
Airbag-Equipped Vehicle 0 82.

Vehicle Checks

Doing Your Own
Service Work

{ Warning

Never try to do your own service
on high voltage battery
components. You can be injured
and the vehicle can be damaged
if you try to do your own service
work. Service and repair of these
high voltage battery components
should only be performed by a
trained dealer technician with the
proper knowledge and tools.

Exposure to high voltage can
cause shock, burns, and even
death. The high voltage
components in the vehicle can
only be serviced by technicians
with special training.

(Continued)



















Vehicle Care 263

Caution

Caution (Continued)

Caution

Do not use washer fluid that
contains any type of water
repellent coating. This can
cause the wiper blades to
chatter or skip.

Do not use engine coolant
(antifreeze) in the
windshield washer. It can
damage the windshield
washer system and paint.

Do not mix water with
ready-to-use washer fluid.
Water can cause the
solution to freeze and
damage the washer fluid
tank and other parts of the
washer system.

When using concentrated
washer fluid, follow the
manufacturer instructions for
adding water.

Fill the washer fluid tank
only three-quarters full when
it is very cold. This allows

(Continued)

for fluid expansion if
freezing occurs, which could
damage the tank if it is
completely full.

Brakes

Disc brake pads have built-in wear
indicators that make a high-pitched
warning sound when the brake pads
are worn and new pads are needed.
The sound can come and go or can
be heard all the time when the
vehicle is moving, except when
applying the brake pedal firmly.

{ Warning

The brake wear warning sound
means that soon the brakes will
not work well. That could lead to
a crash. When the brake wear
warning sound is heard, have the
vehicle serviced.

Continuing to drive with worn-out
brake pads could result in costly
brake repair.

Some driving conditions or climates
can cause a brake squeal when the
brakes are first applied or lightly
applied. This does not mean
something is wrong with the brakes.

Properly torqued wheel nuts are
necessary to help prevent brake
pulsation. When tires are rotated,
inspect brake pads for wear and
evenly tighten wheel nuts in the
proper sequence to torque
specifications. See Capacities and
Specifications 0 332.

Brake pads should be replaced as
complete sets.

Brake Pedal Travel

See your dealer if the brake pedal
does not return to normal height,
or if there is a rapid increase in
pedal travel. This could be a sign
that brake service may be required.
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Headlamp Aiming

Headlamp aim has been preset and
should need no further adjustment.

If the vehicle is damaged in a crash,
the headlamp aim may be affected.
If adjustment to the headlamps is
necessary, see your dealer.

Bulb Replacement

For the proper type of replacement
bulbs, or any bulb changing
procedure not listed in this section,
contact your dealer.

High Intensity Discharge
(HID) Lighting

{ Warning

Caution

Do not replace incandescent
bulbs with aftermarket LED
replacement bulbs. This can
cause damage to the vehicle
electrical system.

The High Intensity Discharge
(HID) lighting system operates at
a very high voltage. If you try to
service any of the system
components, you could be
seriously injured. Have your
dealer or a qualified technician
service them.

Halogen Bulbs

{ Warning

Halogen bulbs have pressurized
gas inside and can burst if you
drop or scratch the bulb. You or
others could be injured. Be sure
to read and follow the instructions
on the bulb package.

This vehicle has several HID lamps.

For replacement of any HID lighting
assembly, contact your dealer.

After an HID headlamp bulb has
been replaced, the beam might be a
slightly different shade than it was
originally. This is normal.

LED Lighting
This vehicle has several LED lamps.

For replacement of any LED lighting
assembly, contact your dealer.
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Electrical System

High Voltage Devices and
Wiring

{ Warning

Exposure to high voltage can
cause shock, burns, and even
death. The high voltage
components in the vehicle can
only be serviced by technicians
with special training.

High voltage components are
identified by labels. Do not
remove, open, take apart,

or modify these components.
High voltage cable or wiring has
orange covering or labels. Do not
probe, tamper with, cut, or modify
high voltage cable or wiring.

Electrical System
Overload

The vehicle has fuses and circuit
breakers to protect against an
electrical system overload.

When the current electrical load is
too heavy, the circuit breaker opens
and closes, protecting the circuit
until the current load returns to
normal or the problem is fixed. This
greatly reduces the chance of circuit
overload and fire caused by
electrical problems.

Fuses and circuit breakers protect
the following in the vehicle:

Headlamp wiring
Windshield wiper motor

Power windows and other power
accessories

Replace a bad fuse with a new one
of the identical size and rating.

If there is a problem on the road and
a fuse needs to be replaced, the
same amperage fuse can be

borrowed. Choose some feature of
the vehicle that is not needed to use
and replace it as soon as possible.

Headlamp Wiring

An electrical overload may cause
the lamps to go on and off, or in
some cases to remain off. Have the
headlamp wiring checked right away
if the lamps go on and off or

remain off.

Windshield Wipers

If the wiper motor overheats due to
heavy snow or ice, the windshield
wipers will stop until the motor cools
and the wiper control is turned off.
After removal of the blockage, the
wiper motor will restart when the
control is then moved to the desired
operating position.

Although the circuit is protected
from electrical overload, overload
due to heavy snow or ice, may
cause wiper damage. Always clear
ice and heavy snow from the
windshield before using the
windshield wipers.





















Vehicle Care 279

Wheels and Tires

Tires

Every new GM vehicle has
high-quality tires made by a
leading tire manufacturer. See
the warranty manual for
information regarding the tire
warranty and where to get
service. For additional
information refer to the tire
manufacturer.

Warning (Continued)

Warning (Continued)

{ Warning

Poorly maintained and
improperly used tires are
dangerous.

Overloading the tires can
cause overheating as a
result of too much
flexing. There could be a
blowout and a serious
crash. See Vehicle Load
Limits 0 201.

(Continued)

Underinflated tires pose
the same danger as
overloaded tires. The
resulting crash could
cause serious injury.
Check all tires frequently
to maintain the
recommended pressure.
Tire pressure should be
checked when the tires
are cold.

Overinflated tires are
more likely to be cut,
punctured, or broken by
a sudden impact  such
as when hitting a pothole.
Keep tires at the
recommended pressure.

Worn or old tires can
cause a crash. If the
tread is badly worn,
replace them.

(Continued)

Replace any tires that
have been damaged by
impacts with potholes,
curbs, etc.

Improperly repaired tires
can cause a crash. Only
the dealer or an
authorized tire service
center should repair,
replace, dismount, and
mount the tires.

Do not spin the tires in
excess of 56 km/h

(35 mph) on slippery
surfaces such as snow,
mud, ice, etc. Excessive
spinning may cause the
tires to explode.

All-Season Tires

This vehicle may come with
all-season tires. These tires are
designed to provide good overall
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performance on most road surfaces
and weather conditions. Original
equipment tires designed to GM's
specific tire performance criteria
have a TPC specification code
molded onto the sidewall. Original
equipment all-season tires can be
identified by the last two characters
of this TPC code, which will

be MS.

Consider installing winter tires on
the vehicle if frequent driving on
snow or ice-covered roads is
expected. All-season tires provide
adequate performance for most
winter driving conditions, but they
may not offer the same level of
traction or performance as winter
tires on snow or ice-covered roads.
See Winter Tires 0 280.

Winter Tires

This vehicle was not originally
equipped with winter tires. Winter
tires are designed for increased
traction on snow and ice-covered
roads. Consider installing winter
tires on the vehicle if frequent
driving on ice or snow covered

roads is expected. See your dealer
for details regarding winter tire
availability and proper tire selection.
Also, see Buying New Tires 0 293.

With winter tires, there may be
decreased dry road traction,
increased road noise, and shorter
tread life. After changing to winter
tires, be alert for changes in vehicle
handling and braking.

If using winter tires:

Use tires of the same brand and
tread type on all four wheel
positions.

Use only radial ply tires of the
same size, load range, and
speed rating as the original
equipment tires.

Winter tires with the same speed
rating as the original equipment tires
may not be available for H, V, W, Y,
and ZR speed rated tires. If winter
tires with a lower speed rating are
chosen, never exceed the tire's
maximum speed capability.

Self-Sealing Tires

This vehicle may have self-sealing
tires. These tires have a material
inside that can seal punctures up to
6 mm (0.25 in) in the tread area.
The tire may lose air pressure if the
sidewall is damaged or the tread
puncture is too large. If the Tire
Pressure Monitor System indicates
the tire pressure is low, inspect the
tire for damage and inflate it to the
recommended pressure. If the tire is
unable to maintain the
recommended pressure, contact the
nearest authorized GM servicing
facility immediately for inspection
and repair or replacement. To locate
the nearest GM servicing facility,
call GM Customer Assistance.

Caution

Do not drive on a deflated
self-sealing tire as this could
damage the tire. Make sure the
tire is inflated to the
recommended pressure or have it
immediately repaired or replaced.
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When tire replacement is needed
replace with a self-sealing tire,
because the vehicle does not come
with a spare tire or tire changing
equipment.

Tire Sidewall Labeling

Useful information about a tire is
molded into its sidewall. The
examples show a typical
passenger tire sidewall.
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Passenger (P-Metrlc) Tire Example

(1) Tire Size : The tire size is a
combination of letters and
numbers used to define a

particular tire’'s width, height,
aspect ratio, construction type,
and service description. See the
Tire Size illustration later in this
section for more detail.

(2) TPC Spec (Tire
Performance Criteria
Specification) : Original
equipment tires designed to
GM'’s specific tire performance
criteria have a TPC specification
code molded onto the sidewall.
GM's TPC specifications meet or
exceed all federal safety
guidelines.

(3) DOT (Department of
Transportation) : The
Department of Transportation
(DOT) code indicates that the
tire is in compliance with the
U.S. Department of
Transportation Motor Vehicle
Safety Standards.

DOT Tire Date of
Manufacture : The last four
digits of the TIN indicate the tire

manufactured date. The first two
digits represent the week
(01-52) and the last two digits,
the year. For example, the third
week of the year 2010 would
have a four-digit DOT date

of 0310.

(4) Tire Identification Number
(TIN) : The letters and numbers
following the DOT code are the
Tire ldentification Number (TIN).
The TIN shows the
manufacturer and plant code,
tire size, and date the tire was
manufactured. The TIN is
molded onto both sides of the
tire, although only one side may
have the date of manufacture.

(5) Tire Ply Material : The type
of cord and number of plies in
the sidewall and under the tread.

(6) Uniform Tire Quality
Grading (UTQG) : Tire
manufacturers are required to
grade tires based on three
performance factors: treadwear,
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traction, and temperature
resistance. For more information
see Uniform Tire Quality
Grading 0 295.

(7) Maximum Cold Inflation
Load Limit : Maximum load that
can be carried and the
maximum pressure needed to
support that load.

Tire Designations

Tire Size

The following is an example of a
typical passenger vehicle
tire size.

P225/60R16 97S

1 2 3405 6
(1) Passenger (P-Metric) Tire :
The United States version of a
metric tire sizing system. The
letter P as the first character in

the tire size means a passenger
vehicle tire engineered to
standards set by the U.S. Tire
and Rim Association.

(2) Tire Width : The three-digit
number indicates the tire section
width in millimeters from
sidewall to sidewall.

(3) Aspect Ratio : A two-digit
number that indicates the tire
height-to-width measurements.
For example, if the tire size
aspect ratio is 60, as shown in
item 3 of the illustration, it would
mean that the tire’s sidewall is
60 percent as high as it is wide.

(4) Construction Code : A letter
code is used to indicate the type
of ply construction in the tire.
The letter R means radial ply
construction; the letter D means
diagonal or bias ply
construction; and the letter B
means belted-bias ply
construction.

(5) Rim Diameter : Diameter of
the wheel in inches.

(6) Service Description : These
characters represent the load
index and speed rating of the
tire. The load index represents
the load carrying capacity a tire
is certified to carry. The speed
rating is the maximum speed a
tire is certified to carry a load.

Tire Terminology and
Definitions

Air Pressure : The amount of
air inside the tire pressing
outward on each square inch of
the tire. Air pressure is
expressed in kPa (kilopascal)
or psi (pounds per square inch).

Accessory Weight : The
combined weight of optional
accessories. Some examples of
optional accessories are, electric
drive unit, power windows,
power seats, and air
conditioning.
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When to Check

Check the tires once a month
or more.

How to Check

Use a good quality pocket-type
gauge to check the tire
pressure. Proper tire inflation
cannot be determined by looking
at the tire. Check the tire
inflation pressure when the tires
are cold, meaning the vehicle
has not been driven for at least
three hours or no more than

1.6 km (1 mi).

Remove the valve cap from the
tire valve stem. Press the tire
gauge firmly onto the valve to
get the pressure measurement.
If the cold tire inflation pressure
matches the recommended
pressure on the Tire and
Loading Information label, no
further adjustment is necessary.

If the inflation pressure is low,
add air until the recommended
pressure is reached. If the
inflation pressure in high, press
on the metal stem in the center
of the tire valve to release air.
Re-check the tire pressure with
the tire gauge.

Put the valve caps back on the
valve stems to keep out dirt and
moisture and prevent leaks. Use
only valve caps designed for the
vehicle by GM. TPMS sensors
could be damaged and would
not be covered by the vehicle
warranty.

Tire Pressure Monitor
System

The Tire Pressure Monitor System
(TPMS) uses radio and sensor
technology to check tire pressure
levels. The TPMS sensors monitor
the air pressure in your tires and
transmit tire pressure readings to a
receiver located in the vehicle.

Each tire, including the spare (if
provided), should be checked
monthly when cold and inflated to
the inflation pressure recommended
by the vehicle manufacturer on the
vehicle placard or tire inflation
pressure label. (If your vehicle has
tires of a different size than the size
indicated on the vehicle placard or
tire inflation pressure label, you
should determine the proper tire
inflation pressure for those tires.)

As an added safety feature, your
vehicle has been equipped with a
tire pressure monitoring system
(TPMS) that illuminates a low tire
pressure telltale when one or more
of your tires is significantly
under-inflated.

Accordingly, when the low tire
pressure telltale illuminates, you
should stop and check your tires as
soon as possible, and inflate them
to the proper pressure. Driving on a
significantly under-inflated tire
causes the tire to overheat and can
lead to tire failure. Under-inflation
also reduces fuel efficiency and tire
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Use the DIC controls on the
right side of the steering wheel
to scroll to the Tire Pressure
screen under the DIC

info page.

Press and hold V in the center
of the DIC controls.

A message requesting
acceptance of the process may
display.

The horn sounds twice to
signal the receiver is in relearn
mode and the TIRE
LEARNING ACTIVE message
displays on the DIC screen.

Start with the driver side
front tire.

Place the relearn tool against
the tire sidewall, near the valve
stem. Then press the button to
activate the TPMS sensor.

A horn chirp confirms that the
sensor identification code has
been matched to this tire and
wheel position.

10.

11.
12.

Proceed to the passenger side
front tire, and repeat the
procedure in Step 7.

Proceed to the passenger side
rear tire, and repeat the
procedure in Step 7.

Proceed to the driver side rear
tire, and repeat the procedure
in Step 7. The horn sounds two
times to indicate the sensor
identification code has been
matched to the driver side rear
tire, and the TPMS sensor
matching process is no longer
active. The TIRE LEARNING
ACTIVE message on the DIC
display screen goes off.

Turn the vehicle off.

Set all four tires to the
recommended air pressure
level as indicated on the Tire
and Loading Information label.

Tire Inspection

We recommend that the tires,
including the spare tire, if the
vehicle has one, be inspected
for signs of wear or damage at
least once a month.

Replace the tire if:

The indicators at three or
more places around the tire
can be seen.

There is cord or fabric
showing through the tire's
rubber.

The tread or sidewall is
cracked, cut, or snagged
deep enough to show cord or
fabric.

The tire has a bump, bulge,
or split.

The tire has a puncture, cut,
or other damage that cannot
be repaired well because of
the size or location of the
damage.
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When It Is Time for New
Tires

Factors such as maintenance,
temperatures, driving speeds,
vehicle loading, and road conditions
affect the wear rate of the tires.

Treadwear indicators are one way to
tell when it is time for new tires.
Treadwear indicators appear when
the tires have only 1.6 mm (1/16 in)
or less of tread remaining.

See Tire Inspection 0 291 and Tire
Rotation 0 292.

The rubber in tires ages over time.
This also applies to the spare tire,

if the vehicle has one, even if it is
never used. Multiple factors
including temperatures, loading
conditions, and inflation pressure
maintenance affect how fast aging
takes place. GM recommends that
tires, including the spare if
equipped, be replaced after six
years, regardless of tread wear. The
tire manufacture date is the last four
digits of the DOT Tire Identification
Number (TIN) which is molded into
one side of the tire sidewall. The
first two digits represent the week
(01 52) and the last two digits, the
year. For example, the third week of
the year 2010 would have a
four-digit DOT date of 0310.

Vehicle Storage

Tires age when stored normally
mounted on a parked vehicle. Park
a vehicle that will be stored for at
least a month in a cool, dry, clean
area away from direct sunlight to
slow aging. This area should be free

of grease, gasoline, or other
substances that can deteriorate
rubber.

Parking for an extended period can
cause flat spots on the tires that
may result in vibrations while
driving. When storing a vehicle for
at least a month, remove the tires or
raise the vehicle to reduce the
weight from the tires.

Buying New Tires

GM has developed and matched
specific tires for the vehicle. The
original equipment tires installed
were designed to meet General
Motors Tire Performance Criteria
Specification (TPC Spec)
system rating. When
replacement tires are needed,
GM strongly recommends
buying tires with the same TPC
Spec rating.

GM's exclusive TPC Spec
system considers over a dozen
critical specifications that impact
the overall performance of the
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load range, speed rating, and
construction (radial) as the
original tires.

Vehicles that have a tire
pressure monitoring system
could give an inaccurate
low-pressure warning if non-TPC
Spec rated tires are installed.
See Tire Pressure Monitor
Operation 0 287.

The Tire and Loading
Information label indicates the
original equipment tires on the
vehicle. See Vehicle Load Limits
0 201.

Different Size Tires and
Wheels

If wheels or tires are installed that
are a different size than the original
equipment wheels and tires, vehicle
performance, including its braking,
ride and handling characteristics,
stability, and resistance to rollover
may be affected. If the vehicle has
electronic systems such as antilock
brakes, rollover airbags, traction

control, electronic stability control,
or All-Wheel Drive, the performance
of these systems can also be

affected.
{ Warning

If different sized wheels are used,
there may not be an acceptable
level of performance and safety if
tires not recommended for those
wheels are selected. This
increases the chance of a crash
and serious injury. Only use GM
specific wheel and tire systems
developed for the vehicle, and
have them properly installed by a
GM certified technician.

See Buying New Tires 0 293 and
Accessories and Modifications
0 257.

Uniform Tire Quality
Grading
The following information relates

to the system developed by the
United States National Highway

Traffic Safety Administration
(NHTSA), which grades tires by
treadwear, traction, and
temperature performance. This
applies only to vehicles sold in
the United States. The grades
are molded on the sidewalls of
most passenger car tires. The
Uniform Tire Quality Grading
(UTQG) system does not apply
to deep tread, winter tires,
compact spare tires, tires with
nominal rim diameters of

10to 12 inches (25to 30 cm),

or to some limited-production
tires.

While the tires available on
General Motors passenger cars
and light trucks may vary with
respect to these grades, they
must also conform to federal
safety requirements and
additional General Motors Tire
Performance Criteria (TPC)
standards.
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underinflation, or excessive
loading, either separately or in
combination, can cause heat
buildup and possible tire failure.

Wheel Alignment and Tire
Balance

The tires and wheels were aligned
and balanced at the factory to
provide the longest tire life and best
overall performance. Adjustments to
wheel alignment and tire balancing
are not necessary on a regular
basis. Consider an alignment check
if there is unusual tire wear or the
vehicle is significantly pulling to one
side or the other. Some slight pull to
the left or right, depending on the
crown of the road and/or other road
surface variations such as troughs
or ruts, is normal. If the vehicle is
vibrating when driving on a smooth
road, the tires and wheels may need
to be rebalanced. See your dealer
for proper diagnosis.

Wheel Replacement

Replace any wheel that is bent,
cracked, or badly rusted or
corroded. If wheel nuts keep coming
loose, the wheel, wheel bolts, and
wheel nuts should be replaced.

If the wheel leaks air, replace it.
Some aluminum wheels can be
repaired. See your dealer if any of
these conditions exist.

Your dealer will know the kind of
wheel that is needed.

Each new wheel should have the
same load-carrying capacity,
diameter, width, offset, and be
mounted the same way as the one it
replaces.

Replace wheels, wheel bolts, wheel
nuts, or Tire Pressure Monitor
System (TPMS) sensors with new
GM original equipment parts.

{ Warning

Using the wrong replacement
wheels, wheel bolts, or wheel
nuts can be dangerous. It could
affect the braking and handling of
the vehicle. Tires can lose air,
and cause loss of control, causing
a crash. Always use the correct
wheel, wheel bolts, and wheel
nuts for replacement.

Caution

The wrong wheel can also cause
problems with bearing life, brake
cooling, speedometer or
odometer calibration, headlamp
aim, bumper height, vehicle
ground clearance, and tire or tire
chain clearance to the body and
chassis.




298 Vehicle Care

Used Replacement Wheels

{ Warning

Warning (Continued)

Replacing a wheel with a used
one is dangerous. How it has
been used or how far it has been
driven may be unknown. It could
fail suddenly and cause a crash.
When replacing wheels, use a
new GM original equipment
wheel.

Tire Chains

Use another type of traction
device only if its manufacturer
recommends it for the vehicle's
tire size combination and road
conditions. Follow that
manufacturer's instructions. To
avoid vehicle damage, drive slow
and readjust or remove the
traction device if it contacts the
vehicle. Do not spin the wheels.
If traction devices are used, install
them on the front tires.

{ Warning

Do not use tire chains. There is
not enough clearance. Tire chains
used on a vehicle without the
proper amount of clearance can
cause damage to the brakes,
suspension, or other vehicle
parts. The area damaged by the
tire chains could cause loss of
control and a crash.

(Continued)

If a Tire Goes Flat

This vehicle has self-sealing tires.
See Self-Sealing Tires 0 280. Tread
punctures typically will not cause
tires to lose air. However, if the
vehicle does get a flat tire, there is
no spare tire, tire changing
equipment, or place to store a tire.
Contact Roadside Assistance

for help.

It is unusual for a tire to blow out,
especially if the tires are maintained
properly. If air goes out of a tire, it is
much more likely to leak out slowly.
See Tires 0 279. But if there is ever
a blowout, here are a few tips about
what to expect and what to do.

If a front tire fails, the flat tire will
create a drag that pulls the vehicle
toward that side. Take your foot off
the accelerator pedal and grip the
steering wheel firmly. Steer to
maintain lane position, and then
gently brake to a stop, well off the
road, if possible.

A rear blowout, particularly on a
curve, acts much like a skid and
may require the same correction as
used in a skid. Stop pressing the
accelerator pedal and steer to
straighten the vehicle. It may be
very bumpy and noisy. Gently brake
to a stop, well off the road,

if possible.
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Replace passenger compartment air filter. (1) @ @ @ @ @ @

Drain and fill vehicle coolant circuits. (2) @

Replace brake fluid. (3)
Replace windshield wiper blades. (4) @ @ @ @ @ @ @ @ @ @
Replace hood and/or body lift support gas struts. @ @

Footnotes Maintenance
Schedule Additional Required
Services

(1) Or every two years, whichever
comes first. More frequent
passenger compartment air filter
replacement may be needed if
driving in areas with heavy traffic,
poor air quality, high dust levels,

or environmental allergens.
Passenger compartment air filter
replacement may also be needed if
there is reduced airflow, window

fogging, or odors. Your GM dealer
can help determine when to replace
the filter.

(2) Or every five years, whichever
comes first. See Cooling System
0 261.

(3) Replace brake fluid every five
years. See Brake Fluid 0 264.

(4) Or every 12 months, whichever
comes first. See Wiper Blade
Replacement 0 267.

Owner Checks and
Services

At least twice a year, have
underbody flushing service
performed. See "Underbody
Maintenance" in Exterior Care
0 313.
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Additional
Maintenance and Care

Your vehicle is an important
investment and caring for it properly
may help to avoid future costly
repairs. To maintain vehicle
performance, additional
maintenance services may be
required. It is recommended that
your dealer perform these services

their trained dealer technicians
know your vehicle best. Your dealer
can also perform a thorough
assessment with a multi-point
inspection to recommend when your
vehicle may need attention. The
following list is intended to explain
the services and conditions to look
for that may indicate services are
required.

Battery

The battery supplies power to
operate any additional electrical
accessories.

To avoid break-down or failure,
maintain a battery with full
power.

Trained dealer technicians have
the diagnostic equipment to test
the battery and ensure that the
connections and cables are
corrosion-free.

Brakes

Brakes stop the vehicle and are
crucial to safe driving.

Signs of brake wear may include
chirping, grinding, or squealing
noises, or difficulty stopping.

Trained dealer technicians have
access to tools and equipment
to inspect the brakes and
recommend quality parts
engineered for the vehicle.

Fluids

Proper fluid levels and approved
fluids protect the vehicle s systems
and components. See
Recommended Fluids and
Lubricants 0 328 for GM approved
fluids.

Keep the windshield washer fluid
reservoir filled.

Instrument cluster lights may
come on to indicate that fluids
may be low and need to be
filled.

Hoses

Hoses transport fluids and should
be regularly inspected to ensure
that there are no cracks or leaks.
With a multi-point inspection, your
dealer can inspect the hoses and
advise if replacement is needed.

Lamps

Properly working headlamps,
taillamps, and brake lamps are
important to see and be seen on
the road.

Signs that the headlamps need
attention include dimming, failure
to light, cracking, or damage.
The brake lamps need to be
checked periodically to ensure
that they light when braking.

With a multi-point inspection,
your dealer can check the lamps
and note any concerns.
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Maintenance Records

After the scheduled services are performed, record the date, odometer reading, who performed the service, and the
type of services performed in the boxes provided. Retain all maintenance receipts.

Odometer

Date Reading

Serviced By Services Performed
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Customer Information

Customer Satisfaction
Procedure

Your satisfaction and goodwill are
important to your dealer and to
Chevrolet. Normally, any concerns
with the sales transaction or the
operation of the vehicle will be
resolved by your dealer’s sales or
service departments. Sometimes,
however, despite the best intentions
of all concerned, misunderstandings
can occur. If your concern has not
been resolved to your satisfaction,
the following steps should be taken:

STEP ONE : Discuss your concern
with a member of dealership
management. Normally, concerns
can be quickly resolved at that level.
If the matter has already been
reviewed with the sales, service,

or parts manager, contact the owner
of your dealership or the general
manager.

STEP TWO : If after contacting a
member of dealership management,
it appears your concern cannot be
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Telephone devices (TTYs))
Roadside Assistance:
1-800-268-6800

Overseas

Please contact the local General
Motors Business Unit.

Customer Assistance for
Text Telephone (TTY)
Users

To assist customers who are deaf,
hard of hearing, or speech-impaired
and who use Text Telephones
(TTYs), Chevrolet has TTY
equipment available at its Customer
Assistance Center. Any TTY user in
the U.S. can communicate with
Chevrolet by dialing:
1-800-833-2438. TTY users in
Canada can dial 1-800-263-3830.

Online Owner Center

Online Owner Experience
(U.S.) my.chevrolet.com

The Chevrolet online owner
experience allows interaction with
Chevrolet and keeps important
vehicle-specific information in one
place.

Membership Benefits

E : Download owner s manuals
and view vehicle-specific how-to
videos.

G : View maintenance schedules,
alerts, and Vehicle Diagnostic
Information. Schedule service
appointments.

1 : view and print dealer-recorded
service records and self-recorded
service records.

D : Select a preferred dealer and
view locations, maps, phone
numbers, and hours.

I~ : Track your vehicle s warranty
information.

J : View active recalls by Vehicle
Identification Number (VIN). See
Vehicle Identification Number (VIN)
0 331.

H : view GM Card, SiriusXm
Satellite radio (if equipped), and
OnStar account information (if
equipped).

F : Chat with online help
representatives.

See my.chevrolet.com to register
your vehicle.

Chevrolet Owner Centre
(Canada)
www.chevroletowner.ca

Visit the Chevrolet Owner Centre:

Chat live with online help
representatives.

Locate owner resources such as
lease-end, financing, and
warranty information.

Retrieve your favorite articles,
quizzes, tips, and multimedia
galleries organized into the
Featured Articles and Auto Care
Sections.
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to Roadside Assistance.
Mechanical failures may be
covered, however any cost for
parts and labor for repairs not
covered by the warranty are the
owner's responsibility.

Scheduling Service
Appointments

When the vehicle requires warranty
service, contact your dealer and
request an appointment. By
scheduling a service appointment
and advising the service consultant
of your transportation needs, your
dealer can help minimize your
inconvenience.

If the vehicle cannot be scheduled
into the service department
immediately, keep driving it until it
can be scheduled for service,
unless, of course, the problem is
safety related. If it is, please call
your dealership, let them know this,
and ask for instructions.

If your dealer requests you to bring
the vehicle for service, you are
urged to do so as early in the work
day as possible to allow for
same-day repair.

Courtesy Transportation
Program

To enhance your ownership
experience, we and our participating
dealers are proud to offer Courtesy
Transportation, a customer support
program for vehicles with the
Bumper-to-Bumper (Base Warranty
Coverage period in Canada), and
extended powertrain in both the
U.S. and Canada.

Several Courtesy Transportation
options are available to assist in
reducing inconvenience when
warranty repairs are required.

Courtesy Transportation is not a
part of the New Vehicle Limited
Warranty. A separate booklet
entitled Limited Warranty and
Owner Assistance Information

furnished with each new vehicle
provides detailed warranty coverage
information.

Transportation Options

Warranty service can generally be
completed while you wait. However,
if you are unable to do so, your
dealer may offer the following
transportation options:

Shuttle Service

This includes one-way or round-trip
shuttle service within reasonable
time and distance parameters of
your dealer’s area.

Public Transportation

If overnight warranty repairs are
needed, and public transportation is
used, the expense must be
supported by original receipts and
within the maximum amount allowed
by GM for shuttle service. Claim
amounts should reflect actual costs
and be supported by original
receipts. See your dealer for
information.
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Courtesy Rental Vehicle

For an overnight warranty repair, the
dealer may provide an available
courtesy rental vehicle or provide for
reimbursement of a rental vehicle.
Reimbursement is limited and must
be supported by original receipts as
well as a signed and completed
rental agreement and meet state/
provincial, local, and rental vehicle
provider requirements.
Requirements vary and may include
minimum age requirements,
insurance coverage, credit card, etc.
Additional fees such as taxes,
levies, usage fees, excessive
mileage, or rental usage beyond the
completion of the repair are also
your responsibility.

It may not be possible to provide a
like vehicle as a courtesy rental.

Additional Program
Information

All program options, such as shuttle
service, may not be available at
every dealer. Contact your dealer
for specific availability.

General Motors reserves the right to
unilaterally modify, change,

or discontinue Courtesy
Transportation at any time and to
resolve all questions of claim
eligibility pursuant to the terms and
conditions described herein at its
sole discretion.

Collision Damage Repair

If the vehicle is involved in a
collision and it is damaged, have the
damage repaired by a qualified
technician using the proper
equipment and quality replacement
parts. Poorly performed collision
repairs diminish the vehicle resale
value, and safety performance can
be compromised in subsequent
collisions.

Collision Parts

Genuine GM Collision parts are new
parts made with the same materials
and construction methods as the
parts with which the vehicle was
originally built. Genuine GM
Collision parts are the best choice to
ensure that the vehicle’s designed

appearance, durability, and safety
are preserved. The use of Genuine
GM parts can help maintain the GM
New Vehicle Limited Warranty.

Recycled original equipment parts
may also be used for repair. These
parts are typically removed from
vehicles that were total losses in
prior crashes. In most cases, the
parts being recycled are from
undamaged sections of the vehicle.
A recycled original equipment GM
part may be an acceptable choice to
maintain the vehicle’s originally
designed appearance and safety
performance; however, the history of
these parts is not known. Such parts
are not covered by the GM New
Vehicle Limited Warranty, and any
related failures are not covered by
that warranty.

Aftermarket collision parts are also
available. These are made by
companies other than GM and may
not have been tested for the vehicle.
As a result, these parts may fit
poorly, exhibit premature durability/
corrosion problems, and may not
perform properly in subsequent
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Current and Past Models

Service manuals and customer
literature are available for many
current and past model year GM
vehicles.

To order, call 1-800-551-4123

Monday Friday, 8:00a.m. 6:00 p.m.

eastern time

For credit card orders only (VISA,
MasterCard, or Discover), see
Helm, Inc. at: www.helminc.com.

To order by mail, write to:

Helm, Incorporated
Attention: Customer Service
47911 Halyard Drive
Plymouth, MI 48170

Make checks payable in U.S. funds.

Radio Frequency
Statement

This vehicle has systems that
operate on a radio frequency that
complies with Part 15/Part 18 of the
Federal Communications
Commission (FCC) rules and with
Innovation, Science and Economic
Development (ISED) Canada’'s
RSP-100 / license-exempt RSS's /
ICES-001.

Operation is subject to the following
two conditions:

1. The device may not cause
harmful interference.

2. The device must accept any
interference received, including
interference that may cause
undesired operation of the
device.

Changes or modifications to any of
these systems by other than an
authorized service facility could void
authorization to use this equipment.

Reporting Safety
Defects

Reporting Safety Defects
to the United States
Government

If you believe that your vehicle
has a defect which could cause
a crash or could cause injury or
death, you should immediately
inform the National Highway
Traffic Safety Administration
(NHTSA) in addition to notifying
General Motors.

If NHTSA receives similar
complaints, it may open an
investigation, and if it finds that
a safety defect exists in a group
of vehicles, it may order a recall
and remedy campaign.
However, NHTSA cannot
become involved in individual
problems between you, your
dealer, or General Motors.
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Vehicle Data
Recording and
Privacy

The vehicle has a number of
computers that record information
about the vehicle s performance and
how it is driven. For example, the
vehicle uses computer modules to
monitor and control electric drive
unit performance, to monitor the
conditions for airbag deployment
and to deploy them in a crash, and,
if equipped, to provide antilock
braking to help the driver control the
vehicle. These modules may store
data to help the dealer technician
service the vehicle. Some modules
may also store data about how the
vehicle is operated, such as rate of
energy consumption or average
speed. These modules may retain
personal preferences, such as radio
presets, seat positions, and
temperature settings.

Event Data Recorders

This vehicle is equipped with an
event data recorder (EDR). The
main purpose of an EDR is to
record, in certain crash or near
crash-like situations, such as an air
bag deployment or hitting a road
obstacle, data that will assist in
understanding how a vehicle s
systems performed. The EDR is
designed to record data related to
vehicle dynamics and safety
systems for a short period of time,
typically 30 seconds or less. The
EDR in this vehicle is designed to
record such data as:

How various systems in your
vehicle were operating;

Whether or not the driver and
passenger safety belts were
buckled/fastened;

How far (if at all) the driver was
depressing the accelerator and/
or brake pedal; and,

How fast the vehicle was
traveling.

These data can help provide a
better understanding of the
circumstances in which crashes and
injuries occur.

Note

EDR data are recorded by your
vehicle only if a non-trivial crash
situation occurs; no data are
recorded by the EDR under normal
driving conditions and no personal
data (e.g., name, gender, age, and
crash location) are recorded.
However, other parties, such as law
enforcement, could combine the
EDR data with the type of
personally identifying data routinely
acquired during a crash
investigation.

To read data recorded by an EDR,
special equipment is required, and
access to the vehicle or the EDR is
needed. In addition to the vehicle
manufacturer, other parties, such as
law enforcement, that have the
special equipment, can read the
information if they have access to
the vehicle or the EDR.
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OnStar

OnStar Overview

OnStar Overview ............. 347
OnStar Services
Emergency ................... 348
Security ... 349
OnStar Additional Information
OnStar Additional
Information .................. 349

OnStar Overview

= Voice Command Button
Q Blue OnStar Button
= Red Emergency Button

This vehicle may be equipped with a
comprehensive, in-vehicle system
that can connect to an OnStar
Advisor for Emergency, Security,
Navigation, Connections, and
Diagnostics Services. OnStar
services may require a paid service
plan and data plan. OnStar requires
the vehicle battery and electrical
system, cellular service, and GPS
satellite signals to be available and
operating. OnStar acts as a link to
existing emergency service
providers. OnStar may collect
information about you and your
vehicle, including location
information. See OnStar User

Terms, Privacy Statement, and
Software Terms for more details
including system limitations at
www.onstar.com (U.S.) or
www.onstar.ca (Canada).

The OnStar system status light is
next to the OnStar buttons. If the
status light is:

Solid Green: System is ready.
Flashing Green: On a call.
Red: Indicates a problem.
Off: System is off. Press Q

twice to speak with an OnStar
Advisor.

Press Q or call 1-888-40NSTAR
(1-888-466-7827) to speak to an
Advisor.

Functionality of the Voice Command
button may vary by vehicle and
region.
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